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Performance Table 1
The terminals and Sp”ces in this Cata|og are PERFORMANCE REQUIREMENTS - TERMINALS FOR COPPER WIRE
approved, per MIL-T-7928 and/or UL 486, PER MIL-T-7928 PER UL 486
where indicated. Table 1 shows the perfor-
mance requirements for terminals used in MAX. MIN. MIN. cuTREnSETNT
military and commercial equipment. The volt- TEST VOLTAGE TENSILE TENSILE FOR MAX.
age drops listed are maximum allowable WIRE SIZE CEJA“::S’;T [(’33)'.’ ST?LEb’:ﬁT“ ST'(‘LEszﬁT“ 5‘zA?n':'sS)E
values taken at currents well above rated cur-
rent for the wires. Tensile values assure that 26 S 8 ! — —
the wires will not become separated from the 24 45 8 10 — —
terminals under reasonably expected stress- 22 9 7 15 8 -
es. UL tensile values are chosen to reflect the 20 11 6 19 13 —
severest expected duty. MIL Specification ten- 18 16 5 38 20 _
sile values apply only to crimp terminations 16 22 7 50 30 —
f':md reﬂect.mini.m.um values that are obtained 12 £ 6 70 50 15
in good crimp joints. Actual performance of 2 y 5 170 70 20
Burndy terminals exceeds the requirements
of Table 1. Typical values are shown in Figs. 10 5 5 150 80 30
1-5. For High Temperature application Burndy 8 73 5 225 20 50
YAV series with nickel plating "-NK" suffix pro- 6 101 5 300 100 65
vide for continuous operation to 650° F and 4 135 5 400 140 85
750° F intermittent service. 2 181 5 550 180 115
1 211 5 650 200 130
0 245 5 700 250 150
00 283 5 750 300 175
000 320 5 825 350 200
0000 380 5 875 450 230

TENSILE STRENGTH IN POUNDS

Fig 1. Tensile strength of YAD
HYLUG after axial
rotation stresses.
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Fig 2. Tensile strength of BA

TENSILE STRENGTH IN POUNDS

VINYLUG after axial
rotation stresses.
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Compression
GENERAL
INFORMATION
(CONTINUED)
Fig 3. Tensile strength of YAES Fig 5. Voltage drops of YAES at
INSULUG after vibration. currents per Table 1 after
vibration.
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AN WIRE SIZE AN WIRE SIZE

Fig 4. Temperature rise of BA
VINYLUG at currents
per Table 1.
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EQUIVALENT TABLES
MILITARY SPECIFICATIONS
Terminals Terminals
BURNDY Equivalents to MS25036 in accor- BURNDY Equivalents to MS20659 in accor-
dance with Specification MIL-T-7928 (ASG) dance with Specification MIL-T-7928 (ASG)
MS25036 | CATALOG | CLASS | CLASS | MS25036 | CATALOG | CLASS | CLASS | MS2065 | CATALOG | CLASS | CLASS | MS20659 | CATALOG | CLASS | CLASS
DASH NO. | NUMBER 1 2 | DASHNO. | NUMBER 1 2 | DASHNO. | NUMBER | 1 2 | DASHNO.| NUMBER | 1 | 2
YAESTSNT | X X 124 | YAEVACLA | X 16 | YAVIO X | X 3 | YWics | X
01 | yagtg.63 X 15 | YAEVACL2 | X 106 | YAVIOT2 | X | X 135 | YAV | X
YAESTEN2 | X X 126 | YAEV2CLT | X 107 | YAvecL | X 13 | YW | X
12| yaEqgNot X 127 | YAEV2CL | X 108 | YAVBCL2 | X 137 | YAV28L54 | X
YAESTSN | X X 128 | YAEV2CLe | X 109 | YAVGCL | X 0 | YavecLia | X
10 1 yagseN X 129 | VAVICLT | X 10 | YAVGCL2 | X W | ywvecdl | X
YAESTSNG | X X 130 | VAEVICL | X 1| YaCL | X 2| YWecLd | X
1041 yagseng X 131 | YAEVICLZ | X 112 | YAVACL2 | X 143 | YAVGCLI0 | X
YAESTSNG | X X 1% | VAEV2SL | X 113 | Y2l | X | Ywacs | X
15| yaggis X 133 | YAEV25L X 114 | YL | X 15 | YWaCLs | X
YAEST4NG | X X 13 | VAEV253 | X 15 | YAVICLl | X 16 | YW2c43 | X
106 | yagtang X 1% | VAEV26L2 | X 16 | YavIcLl | X W | w2 | X
YAESTNT | X X 13 | YAEV26L X 117 | Y2 | X 148 | YW2CLi1 | X
07| yagtana X 137 | YAEV26L3 | X 118 | VAVZSL | X 19 | YAVICL2 | X
YAEST4NG | X X 143 | YAE22-G18 X 119 | yavsL2 | X 15 | YVICLs | X
18| yagtan X 144 | VAE22-G16 X 20 [ YL | X 51 | YW | X
YAES4NO | X X 145 | YAE22-G13 X 21 | YL | X 152 | YW25L16 | X
10| yagtans X 146 | YAE22-GI4 X 22 | wward | X 15 | Y26 | X
YAEST4NTO | X X 147 | VAE22-G15 X 123 | vaasL | X 15 | YAV26L16 | X
10| yagtang X YAEST&NSS | X X o4 | VAV2BL12 | X 155 | YAV2720 | X
YAESTONTT | X X | vagtgN17 X 128 | YWIOT | X | X 15 | YW2T-L18 | X
| yag1oNs X YAESTSNG | X | X 129 | vavecL3 | X 157 | YAV28L56 | X
YAEIONZ | X X 9| yag1gNt X 130 | YAVECLI | X 155 | YAV28L60 | X
12| yagqoN X YAEST&NSO | X X 131 | YAVGCL4 | X 150 | YAV28L13 | X
YAESTONT3 | X X 150 | yagsene X 12 | YAVACLS | X 160 | YAV28L14 | X
18| yagtoN2 X 152 | YAES14N&2 | X X 13| YAV2CL4 | X 16 | YAITT | X | X
YAESTONTS | X X YAESTANSS | X | X
| yag1oM X 153 | yaEt4Nt X
115 | YAEVBCL X YAEST4NSS | X | X
116 | YAEVECLI | X | vaEtaN2 X
117 | YAEVBCL2 | X 155 | VAESTANS4 | X | X
118 | YAEVBC-L3 | X YAESTONSS | X | X
119 | YAEVGCLIM | X 156 | yag1o-N11 X
120 | YAEVGCLM | X YAESTONST | X | X
121 | YAEVECLaM | X 57| vaE10N3 X
122 | YAEVGC-L2M | X 158 | YAESIONS8 | X | X
123 | YAEVACL X
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TYPES T AND YAD

HYLUG™

UNINSULATED
COMPRESSION TERMINAL,
RING TONGUE

The Type T uninsulated terminals are con-
structed of pure electrolytic copper. Designed
with a long brazed seam barrel, standard
neck, deep V groove inner serrations and
electro-tin plated. The terminals are ideal for
control wiring and other standard duty appli-
cations.

The ring tongue provides a secure termina-
tion under the screw head that cannot be
removed without the complete removal of the
screw. Two or more terminals can easily be
stacked on a common stud.

D)

o LONG BRAZED
DEEP “V” GROOVE SEAM BARREL

SERRATIONS /
ELECTRO-TIN \ '?;

PLATED \
WIRE
/ \ CRIMP
RING
WIRE RANGE TONGUE

Features and Benefits

Constructed of pure electrolytic copper.

¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.

Long brazed seam barrel and deep

V groove inner serrations.

¢ Provides optimum conductivity reliability
and holding power after crimping.

Electro-tin plated.

¢ Provides durable long-lasting
corrosion resistance.

* Wire range is clearly marked on terminal.
¢ Provides easy identification.

 Inspection hole.

¢ Provides an easy visual check of

wire insertion.

¢ Long neck terminal.
¢ Permits easy bending and stacking of
several terminals on a common stud.

DIMENSIONS

BULK TAPE MOUNTED WIRE
CATALOG WIRE STUD +.02 L Y z CATALOG INSTALLATION CATALOG NO. INSTALLATION STRIP
NUMBER RANGE SIZE C MAX. MAX. MIN. NUMBER* TOOLING 2000/Reel TOOLING LENGTH
T18-4 3,4 25 | 65 | 53 | 24 | vaDis4 YAD18-4M
T186 46 25 | 65 | 53 | 24 | VAD1s6 NON;(FY(\)TDCHET YAD18-6M
T18-8 6-8 3t | 77| 61 | 33 | vAD18-8 Y10-22 YAD18-8M TFM
T18-10 2218 810 31 | 77| 61 | 33 | vapis-10 RATCHET: YAD18-10M D\gl\IATel]lm /32"
T18-14 1/4 45 | 9 | 73 | 44 | vaD1g14 ygﬂ'jggﬁ YAD18-14M DIE
T18-516 5/16 45 | 96 | 73 | 44 | vapis-516 VR20 YAD18-516M
T18-38 38 53 | 105 | 78 | 49 | vAD18-38 YAD18-38M
T14-4 3,4 2 | 67 | 5 | 26 | vaD144 YAD14-4M
T146 46 25 | 67 | 55 | 26 | YAD14® NONmTSHET: YAD14-6M
T14-8 6-8 3t | 77 | 61 | 33 | vAD14-8 Y10-22 YAD14-8M TFM
T14-10 20-14 810 3t | 77 | 61 | 33 | vaD14-10 RATCHET: YAD14-10M D\l,:vl\lll-g-l:l) 1 9/32"
T14-14 1/4 45 | 9 | 73 | 44 | vaD14-14 \’;’mgé’i YAD14-14M DIE
T14-516 5/16 45 | 96 | 73 | 44 | vaD1a-516 VR20. YAD14-516M
T14-38 38 53 | 105 | 78 | 49 | YAD14-38 YAD14-38M
T10-6 4-6 .37 .83 .64 29 YAD10-6 NON-RATCHET: *YAD10-6M
T10-8 6-8 37 | 8 | 64 | 29 | vaptos Y10D, *YAD10-8M

Y1022 TEM
T10-10 8-10 37 | 8 | 64 | 29 | vap1o-10 - *YAD10-10M WITH
12-10* RATCHET: 11/32"

T10-14 1/4 4 | 97 | 74 | 39 | vapto-14 MRSGS *YAD10-14M DFM4D1
T10-516 516 | 53 | 102 | 76 | 41 | YAD10516 Y8MRB-1 *YAD10-516M DIE
T10-38 3/8 58 | 108 | 70 44 | vaD10-38 MR20 *YAD10-38M

*NOTE: UL Listed for 14-10 when installed with MR8G98 and YBMRB-1 tools only.

* 1000 pcs/reel.




TYPE 21-

RING TONGUE,

HOOK TONGUE AND

BURNDY

Compression

GROUNDING TERMINALS

Open barrel terminals provided in a variety of
styles and sizes. Ring tongue, hook tongue,

ground ring and square tongue styles avail- Fig. 4 Fig. 5 Fig. 6 Fig. 7
able. Insulation support provided where
indicated.

CATALOG STUD SIZE AND | INSULATION UTM MACHINE | FIG.
NUMBER WilAS AL TYPE GRIP DIAMTER AL & Z \f L APPLICATOR NO.
21041-02 #4 RING N/A 230 .160 .280 430 61500-1-023 4

TIN
21031-02 22-18 .340 312 610 .750 CM04G2 5
#10 FORK .080-.120
21010-00 NATURAL .296 230 530 .680 GM04G2 6
21107-02 TIN
#10 RING EACTO] '
21107-00 20-16 .090-.130 NATURAL | .280 .250 450 .600 91500-1-017 6
21176-02 #8 RING
TIN
21044-02 445
21044-70 ST. STEEL
#10 GRND .110-.150 .280 .580 770 91500-1016 7
21229-00 18-14 NATURAL 440
21229-02 TIN
21020-02 #10 RING .110-.170 TIN .296 310 610 .760 CMO04 6
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TYPES TP AND BA

VINYLUG™

TERMINAL -
POLYVINYLCHLORIDE
INSULATED, RING TONGUE

600 VOLT MAX 105° C MAX.

VINYLUG Type TP is designed for commercial
and light duty industrial control & power circuit
applications. Supplied with an expanded
polyvinyl chloride (PVC) insulation shroud,
many tongue variations and rated 600V
makes TP terminals versatile and economical.

D)

WIRE

CRIMP

RING
TONGUE

WIRE SIZE
RANGE

TIN
PLATED

EXPANDED SHROUD
INSULATION CRIMP

DEEP “V”

SERRATIONS

SMOOTH
ENTRY

"\ COLOR CODED
INSULATION

Features and Benefits

¢ Expanded insulation support accepts
standard and large wire diameters.

O Lowers inventory requirements,
permits greater flexibility and provides
insulation support.

¢ Funnel entry

O Easy wire insertion.

* Deep V groove serrations in the
inner barrel.
¢ Provides added holding strength and

better conductivity.

¢ Electro-tin plated.
¢ Provides durable long-lasting
corrosion resistance.

* Manufactured of pure electrolytic copper.

¢ Provides maximum conductivity, low
resistance and ductility for excellent

crimp forming properties.

DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE RANGE STUD CATALOG INSTALATION CATALOG NO. | |NSTALLATION | STRIP
NUMBER SIZE c L Y z NUMBER TOOLING 2000/Reel TOOLING | LENGTH
TP16-4 3-4 2 | n 61 | .17 | BAt16E4 BA16E4M
TP16-6 22-16 4-6 25 | 74 | .62 | .18 | BA16ES BA16E6M
MAX. INSUL TFM
TP16-8 ; . 6-8 31 | 8 | .70 | .26 | BA16ES BA16ESM WITH
DIA. ACCOM.: .145 13/64"
TP16-10 ) 8-10 31 .85 .70 26 | BA16E10 BA16E10M DFM3-1
COLOR CODE: DIE
TP16-14 RED 1214 | 40 | 99 [ 79 | .36 | BAteE14 PLIER TYPE: | pat6E14M
Y10-22, Y10D
TP16-38 3/8 53 | 115 | .88 | .45 | BA16E38 OR BA16E38M
TP14-4 16-14 34 22 .1 .61 17 | BA14E4 RATCHET BA14E4M
MAX. INSUL. TOOL
TP14-6 DIA. ACCOM.: 180 |45 25 | 74 | 62 | .18 | BA14E6 MRE-B5-1 BA14E6M
TP14-8 COLOR CODE: 6-8 31 | 8 | 70 | .26 | BA14ES MR8-G96 BA14ESM TFM
BLUE MR15 WITH "
TP14-10 22-16 8-10 31 | 8 | 70 | .26 | BA14E10 BA14E10M DEm.1 | 1364
TP14-14 MAX. INSUL. 121/4 | 40 | 99 | .79 | .36 | BA14E14 BAT4E14M DIE
DIA. ACCOM.: .145
TP14-51 } : . ) BA14E51 BA14E516M
516 COLOR CODE: 5/16 53 | 115 | .88 45 516 516
TP14-38 RED 3/8 53 | 1.15 .88 45 | BA14E38 BA14E38M
TP10-6 4-6 31 91 75 .20 | BA10E6 PLIER TYPE: | * BA10E6M
1210 Y10-22, Y10D TFM
TP10-8 MAX. INSUL. 6-8 36 | 1.00 .81 .26 | BA10E8 sy * BA10ESM
OR WITH "
TP10-10 DIA. ACCOM.: .260 | 810 36 | 1.00 | .81 | .26 [ BA10E10 RATCHET: | * BA10E10M DFmiDs | 19/64
COLOR CODE: '
TP10-14 YELLOW 12,1/4 53 1.22 .95 40 | BA10E14 MR8-89-1, * BA10E14M DIE
TP10-38 3/8 53 | 127 | 1.00 | .45 | BA10E3S MR15 * BA10E38M

*1000/Reel
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TYPETN DEEp Y . NYLON INSULATION
TYPES YAE, YAES INSULUG™  |one e A e ety
COPPER,— ﬂ}/
TERMINAL - e N
NYLON INSULATED, 7%’  INTEGRAL INSULATION
RING-TONGUE " SUPPORT AND WIRE

300 VOLT MAX. 105°C MAX.

INSULUG type TN Nylon-insulated terminals
are designed for heavy duty industrial, utility
and military power and control-circuit applica-
tions for wire sizes 26 AWG through 10 AWG.
They offer high dielectric strength and stabili-
ty in oily conditions and meet military CLASS
1 and CLASS 2 requirements per MS25036
and the requirements of military specifica-
tions MIL-T-7928 (ASG).

WIRE SIZE
AND STUD SIZE

Features and Benefits

* An integral one-piece copper barrel /insu-
lation grip and wire strain relief design.
¢ Provides improved physical strength

characteristics over a multi-piece design.

* Manufactured of pure electrolytic copper.
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.
* Brazed seam.
¢ Provides a stronger barrel design to
minimize any possible splitting and
eliminates folding.
* Deep inner barrel serrations.
¢ Provides excellent electrical conductivity
and pullout strength values.
* Smooth funnel entry.
¢ Easy wire insertion.

* The insulation is locked in place.
O Will not twist off, thereby maintains
proper dielectric values.
* Electro-tin plated.
¢ Provides durable long-lasting resistance
to corrosion.
¢ Color-coded and clearly marked.
¢ Provides quick, easy wire size identfica-
tion.
* Ring Tongue.
¢ Provides a secure termination under the
screw head that can not be removed
without complete removal of the screw.
* Two or more terminals may be stacked on
a common stud easily.
¢ Provides flexibility and versatility.
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TYPE TN
(CONTINUED)

D)

WIRE
CATALOG WIRE STUD | MIL.STD. DIMENSIONS BULK INSTALLATION |  STRIP
NUMBER RANGE SIZE MS25036- c LMAX | YmMAX | ZmAX CAT. NO. TOOLING LENGTH

TN18-4 34 -148 23 76 64 20 YAES18N48

TN18-6 18 46 -102 25 87 74 29 YAES18N1

TN18-8 MAX. INSUL 68 -149 31 91 76 29 YAES18N49

TN18-10 DIA. ACCOM: .120 810 -103 3 91 76 29 YAES18N3 7/32"

TN18-14 COLOR CODE: 12,1/4 -150 46 1.09 87 41 YAES18N50

TN18-516 RED 5/16 -104 46 1.09 87 M YAES18N4 NON-RATCHET

TN18-38 38 105 53 | 117 | o 45 | YAES1eNs ;’113202

TN14-4 34 -152 25 79 67 24 YAE14N52

TN14-6 16-14 46 -106 25 79 67 24 YAES14N6

TN14-8 MAX. INSUL. 6-8 -153 31 89 74 31 YAES14N53

TN14-10 DIA. ﬁggom: 8-10 -108 31 89 74 31 YAES14N8 7/32"

TN14-14 COLOR CODE 12, 1/4 -154 45 1.08 86 43 YAES14N54

TN14-516 BLUE 5/16 -109 45 1.08 86 43 YAES14N9

TN14-38 38 -110 53 1.16 90 47 YAES14N10 RATCHET:

TN10-6 46 411 37 112 94 26 YAES10N11 VR8-83

TN10-8 " A;?[&%UL 68 -156 37 1.12 94 26 YAES10N56

TN10-10 DIA. ACCOM: 8-10 412 37 112 94 26 YAES10N12 i

TN10-14 210 12, 1/4 -157 53 1.32 1.06 37 YAES10N57

TN10-516 CO\L((EDFLS\?VDE: 5/16 113 53 | 132 | 106 37 YAESTON13

TN10-38 38 414 58 1.34 1.05 40 YAES10N14

A Class 1 and class 2. Meets the requirement of military specification MILT-T-7928 (ASG)
* Use on #10 or #12 Str. cu. only
** Meets requirements for Class 2 installation. For use as a Class 1 connector, use tool conforming to MS25037, Class 1.
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TYPE YAE-N BOX
AND YAE

INSULUG™

TERMINAL -
NYLON INSULATED,
RING-TONGUE
MULTI-FINGER
INSULATION GRIP

300 VOLT MAX. 105° C MAX.

INSULUG Type YAE-N nylon insulated termi-
nals are designed with a multi-finger insula-
tion grip for paper, EPR and other elastic or
hard to grip insulations. The metal fingers
firmly grip the insulation providing superior
holding characteristics, cable support and
strain relief. Type YAE-N terminals are rated
105°C and meet military standard MS25036
class 2 and MIL-T-7928 (ASG) requirements.

MULTI-FINGER
INSULATION GRIP

WIRE CRIMP

DEEP "V" \
SERRATIONS

TIN P{ED \

X INSULATION

\ CRIMP

COLOR CODED
NYLON INSULATION
WIRE SIZE

RANGE RING TONGUE

Features and Benefits

* Multi-finger insulation grip.

O Provides superior insulation holding
characteristics, especially on EPR
and other elastic-type insulations.

* Brazed seam.

¢ Provides stronger more durable

termination.
* Manufactured of pure electrolytic copper.
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.

* Deep V groove, inner barrel serrations.
O Provide optimum conductivity, reliability,
and holding power.
* Smooth funnel entry.
O Easy wire insertion.

QP

MIL. DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG STUD | STD.* L Y | Z | CATALOG | INSTALLATION | CATALOG NO. |INSTALLATION | STRIP
NUMBER | WIRE RANGE | SIZE | MS2503 | C | MAX | MAX | MAX | NUMBER TOOLING 2000/Reel TOOLING | LENGTH
YAE22G18 BOXe 2620 1.2 148 | 15 | 70 | 62 | 22 | YAE22G18e YAE22G18Me
YAE22G12 BOXe MAX. INSUL. 1.2 - 25 75 .62 22 | YAE22G12¢ M8ND, YSND YAE22G12Me TFM
YAE22G16 BOX* | DIA. ACCOM.: 34 -144 .18 .75 62 22 | YAE22G16e WITH YAE22G16Me WITH 5/32"
YAE22G13 BOX® .098 4-6 -145 25 | 75 | 62 | 22 | YAE22G13¢ | N14HET-25V1 YAE22G13Me DFM11D1
YAE22G14 BOXe | COLOR CODE: [ 6.8 146 | 32 | 83 | 67 | 27 | YAE22G14e DIE YAE22G14Me DIE
YAE22G15BOXe | AMBER 810 | -147 | 32 | 83 | 67 | 27 | YAE22G15e YAE22G15Me

* Not UL recognized

*1000/Reel
** Class 2
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BOX AND YAE 7
(CONTINUED) ¢
' | Y
t L
MIL TAPE
CATALOG WIRE STUD STD.** DIMENSIONS BULK WIRE
NUMBER RANGE SIZE | Ms250- CATALOG Lo cmllfg{fﬁo INSTLLARON | STRIP
36 NUMBER 2000/REEL ) LENGTH
C LMAX YMAX ZMIN
YAE18N29 BOX 12 — 1] 75 e [ 19 | vaetenze YAE18N29M
YAE18N27 BOX 2 — a9 77| e | 19 | vaetsnez YAE18N27M
YAE18N7 BOX 4 — 25| 8 [ 68 [ 19 | vaEtsn? YAE18-N7M
YAE18N17 BOX 4 148 | 25| 80 | 68 | 19 | vaetsni7 N YAE18N17M
YAE18N26 BOX 4 — 23| 78 68 19 YAE18N26 (NODlEé(ST RA YAE18N26M
YAE18N21 BOX 22-16 4-6 -102 25 89 77 28 YAE18N21 REQUIRED) YAE18N21M
MAX. INSUL. TFM
YAE18N25 BOX DIA 46 — 20| 79| 68 | 19 | vaetsnzs YAE18N25M WITH )
ACCOM.:.125 DFM10D1 3/1 6
YAE18G43 BOX COLOR CODE: 4-6 — 25 .90 .68 19 YAE18G43 VoD YAE18G43M DIE
YAE18N24 BOX RED 68 _ 28| @ | 77| 28 | vaEtenos o YAE18N24M
Y8ND
YAE18N1 BOX 6-8 -149 .31 .92 77 .28 YAE18N1 WITH ONE OF YAE18N1M
FOLLOWING
YAE18N BOX 8-10 403 | 31| 92 | 77| 28 | vaEwsN DES: YAE18NM
12 N14HET-25V1
) N10ET-9
YAE18N2 BOX oA 450 | 45 | 141 | 88 | 40 | YAE18N2 \Woers YAE18N2M
YAE18N3 BOX 5/16 404 | 45| 141 | 88 | 40 | vaE18N3 YAE18N3M
YAE14N43 BOX 46 106 | 25| 8 | 69 | 20 | vAE14N43 * YAE14N43M
YAE14N1 BOX o1 68 453 | 31| 92 | 75 | 28 | YAEUN1 vioD YAE14NIM
YAE14N BOX s g0 |08 | 31| 92 | 75 | 28 | vaEten vz YAE14NM e
YAE14N2 BOX ACCOM 156 1/4 154 45 | 11 88 40 | YAE14N2 YAE14N2M DFM9D1 e
COLOR CODE: B : : : : DIE
YAE14N3 BOX BLUE 5/16 -109 45 | 111 88 40 | YAE14N3 YAE14N3M
YAE14N4 BOX 358 410 | 53| 119 | 93 | 44 | vaEt4N4 YAE14N4M
YAE12N7 BOX 10 — 3t | 106 | 93 [ 20 | vaE1an? - YAE12N7M
YAE12N9 BOX w2 68 — | st | 106] 90 | 28 | vaEtang NORe™ | vaE12nom
vaerntBox | MWONSU T g — | 3] 106] 90 | 28 | vaE12n1 REQURED! 1 yAE12N1M
YAE12N BOX AcooM: 18 [~ g0 — 3t [ 108 | 90 28 | YAE12N 10D YAE12NM 21iex
COLOR CODE: i : : : :
YAE12N2 BOX GREEN 1/4 - 46 | 125 | 1.02 40 | YAE12N2 MEND or YEND | YAE12N2M
YAE12N3 BOX 5/16 — 53 | 129 | 1.05 41 YAE12N3 N1ZHET-1 YAE12N3M TFM
WITH
- - MR8-33T-1 *
YAE1ON5 BOX 46 11 | 38| 15| 9 | 28 | vAE10Ns sl YAE10N5M DFTDY
DIES *
YAE1ON11 BOX 210 68 456 | 38 | 117 | 98 | 30 | YAE1ON11 reoten | YAETON11M
MAX. INSUL. *
YAE1ON BOX I 810 412 | 38| 115 9 | 28 | YAE1ON w0 voxo | YAETONN "
YAEION3BOX [ 4oco209 | 44 57 | 54 | 139 [ 112 [ 44 | vaEtoNs e don | *YAE10N3M
YAE1ON2 YELLOW 516 | 113 | 54 | 139 [ 112 [ 44 | vaeton2 NoRErS | +YAE10N2M
YAE10N4 38 414 | 54 | 139 | 112 | 44 | YAE1ON4 vion, vioze | *YAE10N4M
* 1000/Reel
** Class 2

M Recognized by UL




BURNDY

Compression
NUCLEAR coLon .%%BEDAT.ON
TERMINALS ON BARREL gyggg{'
AND SPLICES TS,
TYPE YAES-K ﬁ \ INSULATION
INSULUG™
RADIATION RESISTANT WiRE s.zE SUPPORT

INSULATED TERMINALS,
RING TONGUE

POLYVINYLIDENE (PVFz)
INSULATED

200 MEGARADS, -60°
THROUGH 150°C, 600 VOLT

The type YAES-K, radiation resistant KYNAR
insulated terminals are designed and have
been tested to meet the requirements for
class 1E critical circuits as set by the Nuclear
Regulatory Commission (NRC). Additional
testing for compatibility under loss of coolant
accident (LOCA) conditions with cross-link
polyethylene (XLP) and HYPALON insula-
tions was  completed successfully.
Compatibility with ethylene propylene rubber
(EPR) insulation was determined by analysis.
Each terminal is manufactured of pure elec-
trolytic copper per QQ-C 576 and bright tin-
plated per MIL-T-10727 and meets or
exceeds MIL-T-7928 using stranded copper
AWG wire. The KYNAR insulation offers 200
megarad radiation resistance.

The Type YAES-K radiation resistant KYNAR
- insulated terminals are suitable for class 1E
critical circuits and non-critical nuclear asso-
ciated applications.

Features and Benefits

* KYNAR insulation.
¢ Provides 200 megarad radiation resis-
tance plus successfully tested for insula-
tion compatibility.
* An integral one-piece copper barrel/insula-
tion grip and wire strain relief design.
¢ Provides improved physical strength
characteristics over a multi-piece design.
* The KYNAR insulation is locked in place.
¢ The insulation will not move or twist
off, thereby maintains proper dielectric
values.
¢ Manufactured from pure electrolytic
copper.
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.
* Bright tin-plated per MIL-T-10727
¢ Provides durable long-lasting resistance
to corrosion.
* Deep inner barrel serrations.
¢ Provides excellent electrical conductivity
and tensile strength values.
* Brazed seam.

¢ Provides a stronger barrel design to min-

imize any possible splitting and elimi-
nates folding.

* Smooth funnel entry.

O Easy wire insertion.

* Color coded terminals.

¢ Provides easy wire size identification and
inspection.

* Coded raised dots in the die area of the
connection after compression.

O Provides visual identification that the cor-
rect tool and die were used for proper
installation.

* Inspection hole.

¢ Permits visual check for proper wire

insertion.
¢ Ring tongue design.

O Provides a secure termination under
screw head that cannot be removed with-
out the complete removal of the screw.

¢ Multiple terminals may be stacked on a
common stud easily.

O Provides flexibility and versatility.

KYNAR - is a registered trademark of the Pennwalt Corp. for Polyvinylindene Floride (PVFz)

HYPALON - Is a registered trademark of the E.I. DuPont deNemours & Co., Inc.
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Compression
(CONTINUED) z *1
c R l
INSULUG™ I
I
DIMENSIONS WIRE
CATALOG WIRE STUD INSTALLATION STRIP
NUMBER RANGE SIZE c Luax. | v max. 7 MIN. TOOLING LENGTH
YAES18K48 4 23 76 64 20
YAES18K-1 6 23 76 64 .20 RATCHET TOOL:
YAES18K-2 2018 AWG st 6 25 87 74 29 MR10G6
' CRIMP MARK:
YAES18K-49 MAX. INSUL. 8 3 91 76 29 (1) SMALL DOT
DIA. ACCOM.: .120 7/32"
YAES18K-3 STOCK THICKNESS .032 10 31 91 .76 .29 RED GROOVE
YAES18K-50 COLOR CODE: RED 1/4 46 1.09 86 A CALIBRRATION GAUGE:
YAES18K-4 5/16 46 1.09 86 41 PG-373-1
YAES18K-5 38 53 118 91 45
YAES14K-52 4 25 77 65 22
YAES14K-6 6 25 77 .65 22 RATCHET TOOL:
YAES14K-7 16-14 AWG str 6 31 91 76 29 MR10G6
' CRIMP MARK:
YAES14K-53 MAX. INSUL. 8 3 91 76 29 (2) SMALL DOTS
DIA. ACCOM.: .153 7/32"
YAES14K-8 STOCK THICKNESS 032 10 31 91 76 29 BLUE GROOVE
YAES14K-54 COLOR CODE: BLUE 1/4 46 1.09 86 41 CALIBRATION GAUGE:
YAES14K-9 5/16 46 1.09 86 41 PG-371-1
YAES14K-10 38 53 118 91 45
YAES10K-11 6 38 112 9% 26
YAES10K-11T1 6 31 1.09 94 .26 RATCHET TOOL:
YAES10K-56 1210 AWG str 8 38 112 94 26 MR10G6
: CRIMP MARK:
YAES10K-12 MAX. INSUL. 10 38 112 94 26 (1) LARGE DOT
DIA. ACCOM.: 210 3"
YAES10K-57 STOCK THICKNESS 040 1/4 53 132 1.06 37 YELLOW GROOVE
YAES10K-13 COLOR CODE: YELLOW 5/16 53 132 1.06 37 CALIBRATION GAUGE:
YAES10K-14 38 58 1.34 1.05 40 PG-372-1
YAES10K-58 112 72 141 106 45
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Compression

TYPE YAV BOX
AND YAV

HYLUG™

SEAMLESS UNINSULATED
COMPRESSION HEAVY DUTY
RING TONGUE TERMINAL

#22-10 STRANDED AND
SOLID COPPER

HYLUG type YAV is a seamless, heavy
duty uninsulated compression ring
tongue terminal manufactured from pure
electrolytic copper tubing and is for use
on copper commercial (code) cable,
type AN aircraft cable and extra flexible
conductors. Because of its seamless
design, the YAV HYLUG also accommo-
dates solid conductors.

The seamless tubing produces a double
thick tongue and a strong connector for
demanding applications that require
high reliability. Applications include
industrials, hospitals, electric utilities,
aircraft, shipboard and marine, comput-
ers, steel mills, mining equipment and
other equipment that is subject to vibra-
tion or requiring dependable electrical
performance.

The YAV-HYLUG terminals meet the
requirements of MIL-T-7928 (ASG).

P

BEVELED
ENTRY

SEAMLESS
BARREL

INSPECTION
HOLE

_— DOUBLE THICK
ELECTRO-TIN TONGUE
PLATED

+ T

}
c
[

Features and Benefits

* Manufactured from seamless pure
electrolytic copper tubing.

O Provides maximum conductivity,
low resistance and excellent ductility
for crimping.

» Seamless tubular crimp barrel design.

O No seams to split resulting in a very high
quality electrical connection. Also can be
used on solid conductor.

* Double thick tongue.
O Provides a very strong terminal tongue.
* Produced from tubular copper.

O Extra copper material assures the com-
pression connector will operate cooler
than the conductors it connects.

(See table on following page for specifications)

* Internally bevelled barrel.
¢ Provides easy cable entry, especially
for flexible conductors.
* Inspection hole.
¢ Provides easy visual check for proper
conductor insertion.
 Electro-tin plated.
¢ Provides long lasting durable corrosion
resistance.
* Nickel plating available, add “NK” suffix.”
¢ Nickel plated Hylugs provide high
temperature applications up to 650°F
continuous service and 750°F intermit-
tent service.
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Compression
TYPE YAV BOX
AND YAV 29 sp
[
HYLUG™ NS
SEAMLESS UNINSULATED ‘ Y
COMPRESSION HEAVY DUTY L—
RING TONGUE TERMINAL
DIMENSIONS
CATALOG WIRE STUD BULK INSTALLATION WIRE
NUMBER RANGE SIZE +02C L MAX. Y MAX, Z MIN. CAT. NO. TOOLING STRIP
LENGTH
YAV18-T4 BOX 3,4 19 62 54 16 YAV18-T4 NON-RATCHET:
YAV18-L33 BOX 282T4R8 46 25 67 55 18 YAV18-L33 Y10D, Y10-22
YAV18-T5 BOX AND 46 31 76 61 24 YAV18-T5 RATCHET: 9/32"
YAV18-T1 BOX SOL. 6-8 31 76 61 24 YAV18-T1 MR8G98, MR8-9Q
YAV18 BOX 8-10 31 76 61 24 YAV18 YEMRE-1, MR20
YAV14-L33 BOX 46 25 71 59 18 YAV14-L33
YAV14-T5 BOX 20-14 46 31 79 64 24 YAV14-T5 NON-RATCHET:
YAV14-T1 BOX STR. 6-8 31 79 64 24 YAV14-T1 Y10D, Y10-22
YAV14-L36 BOX 810 29 74 59 18 YAV14-L36 R@;ﬁgg : 9/32"
YAV14 BOX 20-12 8-10 31 .79 .64 24 YAV14 MR8-9Q
YAV14-T2 BOX SOL. 1/4 42 99 75 32 YAV14-T2 Y8MRB-1, MR20
YAV14-T3 BOX 516 44 99 75 32 YAV14-T3
YAV12-G2 BOX 14-12 8-10 30 82 67 24 YAV12-G2 Y10D, YBMRE-1 ]
YAV12-G3 BOXH STR. 1/4 36 1.00 76 34 YAV12-G3 MBND/YBND wiNT4HT 93
YAV10-T7 BOXH 46 30 93 78 24 YAV10-T7
YAV10-T11 BOX 14 STR. 6-8 38 97 79 26 YAV10-T11 NON-RATCHET:
YAV10-L36 BOX 12-10 8-10 29 86 7 23 YAV10-L36 Y10D, Y10-22
YAV10 BOX STR. 8-10 38 97 79 26 YAV10 R@;‘;SE; : 716"
YAV10-T3 BOX AND 1/4 47 1.10 87 32 YAV10-T3 MR8-9Q
YAV10-T2 BOX SoL 5/16 53 113 87 31 YAV10-T2 Y8MRB-1, MR20
YAV10-T4 BOX 3/8 56 1.18 90 35 YAV10-T4
YAV9C-L36 BOX 109 8-10 31 97 83 15 YAV9C-L36 RATCHET:
YAV9C-T9 BOX STR. 1/4 44 1.19 95 31 YAV9C-T9 \'\(ABFL?;?& ne’
YAV9C-T4 BOX 5116 52 127 1.02 36 —

® Available in (90°) right angle design. * Use #10 groove
B Use #14 groove
1 UL listed for 14 Str. to #10 Sol. & Str'D when installed with MR8G98 and YBMRB-1 tools only.
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Compression

TYPES YAV-L
BOX AND YAV-L

HYLUG™

LARGE SIZE UNINSULATED
COMPRESSION TERMINALS
SEAMLESS UNINSULATED
COMPRESSION RING
TONGUE TERMINAL

#8-4/0 STR. COPPER

HYLUG Type YAV is a seamless, heavy duty
uninsulated compression terminal manufac-
tured from electrolytic copper and is for use
on Type AN aircraft cable, extra flexible con-
ductors and commercial (code) conductors.
The seamless tubing produces a double thick
tongue and seamless barrel design provides

SEAMLESS
BARREL \
INSPECTION

HOLE —

BEVELED
ENTRY

ELECTRO-TIN
PLATED

DOUBLE THICK
TONGUE

a strong connector for demanding applica-
tions requiring high reliability.

Applications include aircraft, industrials, hos-
pitals, electric utilities, marine, computers,
and other equipment subject to vibration or
requiring dependable electrical performance.

The YAV HYLUG terminals meet the require-
ments of MIL-T-7928 and are listed per
MS20659 for use with copper aircraft cable
per MIL-W-5086

The benefits of YAV-L connectors are
the same as YAV connectors for stranded
conductors.

DIMENSIONS (INCH) INSTALLATION TOOLING
HYPRESS
L Y WIRE
CATALOG WIRE STUD MS20659 MA- | MA- Z BULK DIE Y29B Y35, Y39, STRIP
NUMBER | RANGE | SIZE | DASHNO4 | C | X. | X | MN.| CATLNO. | HYTOOL | INDEX | Y29NC Y750 A | LENGTH
— 68 -140 4| 115 | 94 | 28| YAVECLide

NON-

YAVBC-L BOX 8-10 107 4| 115 | 94 | 28| YAVECLe RATCHET:
‘ | e /4 141 46 | 122 | 99 | 32| YAVBCLI s NEST NEST

YAV8C-L1 BOX 1 - . . . . -L1e gy
| | AIZ%RA;FT Rﬂgrg“ 38 Y29PL Y34PL 1/2"

YAVSC-L2 BOX CLEX 5/16 -108 57 | 130 | 1.01 | 34| YAVSCL2 MRE9Q INDENTOR INDENTOR
1 Y8MR8-1 (1) CRIMP (1) CRIMP

YAVSC-L3 BOX 38 -129 57 | 130 | 1.01 | 34| YAVECA3s | wewow
S — N8CT DIE SET

YAVSC-L4 BOX 112 142 73| 152 | 114 | 48| YAVSC-L4e

YAVGC-L1 BOX 8-10 -130 48 | 131106 | 20| YAVEC-L1s

YAV6C-L BOX sgs | 14 -109 48| 131106 | 29| YAVECLs | paoner ois. s

YAVGC-L4 BOX | hral | 5/16 131 60 | 143 (113 | 35| YAVEC-L4e | W2 39 YaoPL Y34PLA 12"
T 1 FLEX RATCHET: INDENTOR INDENTOR

YAV6C-L2 BOX 3/8 -110 60 | 143 | 113 35 | YAVEC-L2e MRAC (1) CRIMP (1) CRIMP

YAVGC-L10 BOX 112 143 73| 164 126 | 49| YAVEC-LIO

YAVAC-L3 BOX 8-10 144 55 | 137 | 111 | .28 | YAV4CL3

YAVAC-L BOX . 1/4 11 55 | 137 | 111 | 28| YAV4CL RATET: VL uvaL
] — : NEST NEST

vavac-LaBox | ATCRAT | 516 132 63 | 148 [ 147 | 33| YAVAC-L4e | W2 40 Ya9PL Y34PLA 12"
T 1 FEx RATCHET: INDENTOR INDENTOR

YAV4C-L2 BOX 3/8 -112 63 | 148 | 1.17 33 | YAVAC-L2¢ MRAC (1) CRIMP (1) CRIMP

YAVAC-L5 BOX 112 -145 73| 168 | 130 | 47 | YAVACLS

- 8-10 146 69 | 172|137 | 35| YAV2CL3

YAV2C-L1 BOX , 14 113 69 | 172|137 | 35| YAV2CLie NON- oL waL
— NEST NEST

vavacLzBox | MPCRAT g [ g7 69 | 172 [187 | 35| vaveciee | M | 4 v25pL Ya4PLA 58"
| E— MY29-11 INDENTOR INDENTOR

YAV2C-L BOX 3/8 -114 69 | 172 | 1.37 35 | YAV2C-Le (1) CRIMP (1) CRIMP

YAV2C-L4 BOX 112 133 77| 189 | 149 | 46| YAV2CL4

t Class 1

o Available in (90°) right angle design. Suffix "RS" REPLACES SUFFIX "L"

A Use Y35P3 INDENTOR ADAPTER with Y35 and Y39 Tool.

W Nench Mount Adapter - Cat. BMY-BCH-MT is available for Type "MY" HYTOOLS
Add "NK" sufix for nickel plated Hylugs for high temperature applications

up to 650°F continuous service and 750° intermittent service.
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Compression

TYPES YAV-L
BOX AND YAV-L
(CONTINUED)

DIMENSIONS (INCH INSTALLATION TOOLING
HYPRESS
Loy WIRE
CATALOG WIRE STUD MS20659 MA- | MA- V4 BULK DIE Y29B Y35, Y39, STRIP
NUMBER RANGE SIZE DASH NO.} C X. X. MIN. CAT. NO. HYTOOL INDEX Y29NC Y750 A LENGTH
— 8-10 — .76 167 | 1.32 25 | YAVIC-L6
YAV1C-L1 BOX 1 1/4 -115 .76 184 | 145 38 | YAVIC-L1e DViIL uviL
ARCRAFT NEST NEST
YAV1C-L2 BOX AN 1 5/16 -149 .76 184 | 145 38 | YAVIC-L2e 42 Y29PL Y34PLA 5/8"
FLEX INDENTOR INDENTOR
YAV1C-L BOX 3/8 -116 76 | 1.84 | 145 38 | YAVIC-L (1) CRIMP (1) CRIMP
YAV1C-L3 BOX 12 -134 .86 197 | 1.54 46 | YAVIC-L3
YAV25-L1 BOX 1/4 -117 .83 201 | 1.61 43 | YAV25-L1
YAV25-L2 BOX 1 5/16 -151 .83 2.01 | 1.61 43 | YAV25-L2 Dv2sL uvasL
ARCRAFT NEST NEST
YAV25-L BOX AN 10 3/8 -118 .83 2.01 | 1.61 43 | YAV25-Le 43 Y29PR Y34PA 11/16"
FLEX INDENTOR INDENTOR
YAV25-L3 BOX 1/2 -135 88 | 2.09 | 1.64 46 | YAV25-L3e (1) CRIMP (1) CRIMP
YAV25-L4 BOX 5/8 — .88 2.31 | 1.80 62 | YAV25-L4
YAV26-L1 BOX 1/4 -153 .93 232 | 1.85 48 | YAV26-L1 NON-
RATCHET
YAV26-L2 BOX %0 5/16 -119 .93 232 | 1.85 48 | YAV26-L2 My28 Dv26L uvaeL
AIRCRAFT MY29-11 NEST NEST
YAV26-L BOX PR T -120 93| 232 185 | 48| YAV26Le 44 Y2oPL YaapL 13/16"
FLEX INDENTOR INDENTOR
YAV26-L3 BOX 1/2 -136 93 | 232 | 1.85 A48 | YAV26-L3e (1) CRIMP (1) CRIMP
— 5/8 — .93 252 | 1.99 62 | YAV26-L12
YAV27-L BOX % 38 -121 103 | 245 | 193 | 52| YAV27-Le V7L NEST
AIRCRAFT Y34PA .
vavzrLiBox | AETET |42 122 103 | 245 | 193 | .52 | YAV2r7-Li 45 _ NDENTOR 13/16
YAv27-L15 BOX | EX 58 — 103 | 260 | 204 | 62| YAV27-L15 (1) CRIMP
YAV28-L BOX 3/8 -123 1.12 272 | 216 60 | YAv28-L Vsl
40
YAV28-L12 BOX | aRcraeT | 172 -124 112 | 272 | 2.16 60 | YAV28-L12 4% y;g\ 218"
vaeL13Box | ‘Mol | 58 159 | 112 | 272 [ 216 | .60 | VAV28-L13 - INDENTOR
YAV28-L14 BOX 34 460 | 123 | 295 | 233 | 78| YAV2sLi4 (1 CRIP

1t Class 1

¢ Available in (90°) right angle design. Suffix "RS" replaces suffix "L"

A Use Y35P3 INDENTOR ADAPTER with Y35 and Y39 Tool.

B Bench Mount Adapter - Cat. BMY-BCH-MT is available for Type "MY" HYTOOLS
Add "NK" sufix for nickel plated Hylugs for high temperature applications
up to 650°F continuous service and 750° intermittent service.
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Compression
AND YAV-H z =
c -
HYLUG™ PN
SEAMLESS UNINSULATED y ‘ Y
COMPRESSION RING ' :
TONGUE TERMINAL
WITH SHROUD
The type YAV-H HYLUG is a seamless heavy Features and Benefits
duty uninsulated compression ring tongue Shroud/insulation grip cable support sp
terminal with a shroud for an insulation grip and strain relief
and cable support._They are ma_mufactured 0 Protects the wire against breaking
from pure electrolytic copper tubing for use under vibration or flexing conditions.
on copper commercial (code) cable, Type AN
aircraft cable and extra flexible conductors.
The seamless design produces a double thick
tongue and the seamless barrel provides a
strong highly reliable connection.
Meets the requirements of MIL-T-7928. The
benefits of the Type YAV apply to the
YAV-H Hylug.
DIMENSIONS
CATALOG WIRE STUD | MAX. INSUL. BULK INSTALL. DIES WIRE
NUMBER RANGE SIZE | DIA.ACCOM. | ¢ L1 Y] Z CAT. NO. TOOLING STRIP
MAX | MAX | MIN LENGTH
YAV18-H1 BOX 6-8 31 91 .76 24 YAV18-H1 M8ND.
22-18 120 PLIER: ' 9/32"
YAV18-H BOX 8-10 31 91 .76 24 YAV18-H « oo | YBND
Y10D*, Y10-22 WITH
YAV14-H1 BOX 6-8 31 .95 .80 24 YAV14-H1
RATCHET: NT4HT,
YAV14-H BOX 20-14 8-10 .150" 31 .95 .80 24 YAV14-H MBS G98. N14HT-5 9/32"
YAV14-H2 BOX 1/4 42 | 114 ] 90 | 32 YAV14-H2 MR8-9Q. DIE
YAV10-H25 BOX 6-8 31 1.04 | 90 24 YAV10-H25 Y8MRB-1*,
; MR20*, MBND, | YD YEND .
YAV10-H BOX 12-10 8-10 192 38 | 109 | .9 24 YAV10-H YéND * | WITH N1OHT 7116
DIE
YAV10-H3 BOX 1/4 A7 | 122 | 99 32 YAV10-H3

* For conductor crimp only.
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Compression

HYLUG

TYPEYBM

FLAG-TYPE
RING-TONGUE TERMINALS

Made of pure electrolytic copper for maximum \/

conductivity and ductility. Seamless extrusion
tin plated to resist corrosion.

DIMENSIONS IN INCHES INSTALLATION TOOLING
WIRE
WIRE | STUD |CATALOG* HYPRESS Y29NC & Y29B | gtRip
RANGE | SIZE | NUMBER c ZMIN. | YMAX. | LMAX. |HYTOOL | NEST INDENTOR | LENGTH
810 |YBM8C 0.44 0.34 0.77 1.01 7/16"
8 1/4 | YBM8C-T2 | 050 0.37 0.80 1.07 Dv8B 1/2"
3/8 | YBM8CT4 0.62 0.52 0.83 1.35 916"
810 |YBM6C-L9 | 0.50 0.37 0.85 1.09 Y29PBL-4 .
1/4 | YBM6C-L 0.50 0.37 0.85 1.12 12
6 5116 |YBMBC-L2 | 0.56 0.43 0.91 1.21 PVeBL 916"
3/8 |YBM6C-L3 | 0.62 0.52 0.88 1.21 5/8"
810 |YBM4C-L4 | 050 0.37 0.99 1.18 \
1/4 | YBM4C-L 0.50 0.37 0.94 1.21 12
4 516 |YBM4C-L1 | 056 0.43 1.00 1.30 pVaBL 916"
3/8 |YBM4C-L2 | 062 0.52 0.97 1.30 MY28 5/8"
1/4 |YBM2C-L1 | 0.62 0.37 1.01 1.29 Y29PBL
2 516 |YBM2C-L2 | 0.62 0.43 1.07 1.38 DV2BL 5/8"
3/8 |YBM2C-L 0.62 0.37 1.01 1.35
12 |YBMIC-L3 | 0.88 0.71 1.29 1.74 1"
1 3/8 |YBMIC-L 0.62 0.50 1.19 1.53 PVIBL \
1/4 | YBM25-L1 0.69 0.52 1.19 1.83 o8
1 /0 5/16 | YBM25-L2 0.69 0.46 1.25 1.56 DV25BL-1 s
3/8 |YBM25-L 0.69 0.58 1.26 1.59 Y29PR
2/0 3/8 | YBM26-L 0.81 0.51 1.37 1.72 pvael 1316

* Lead Plated available, contact factory.
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Compression
TYPES YAEV COLOR CODED
A N D YA EV— L ::‘lg:’EECTION NYLON INSULATION
RING \
INSULUG™ TONGUE ~
N
TERMINAL BARREL.
- BARREL
NYLON |NSULATED - TIN PLATED ?g#ngTHICK
RING-TONGUE

300 VOLT MAX. 105° C MAX.

The INSULUG type YAEYV is designed for very
demanding high vibration applications
encountered in aircraft and aboard ships as
well as motor lead applications in hospitals,
industrials and generating plants. The nylon
insulated seamless, electrolytic copper barrel
with double thick tongue provides an extra
strong insulated connection. The terminal
is rated 105°C and meets MIL-T-7928
requirements.

Features and Benefits

* Double thick tongue.
¢ Provides maximum reliability and
electrical capacity plus an extra strong
terminal tongue.
* Manufactured from one-piece pure
electrolytic copper.
¢ Provides high conductivity, low resis-
tance with no seams to split plus ductility
for excellent crimp forming properties.
* Electro-tin plated.
¢ Provides long-lasting corrosion

* Nylon insulation is locked in place.
¢ Insulation will not move or twist off.
¢ 300 volt nylon insulation
¢ High dielectric strength and stability
in demanding oily environmental
conditions.
* Color Coded.
¢ Provides quick, easy wire size
connector selection.

resistance.
WIRE RANGE DIMENSIONS BULK
CATALOG AWG AN MS25036-* Y CATALOG | INSTALLATION | WIRE STRIP
NUMBER AIRCRAFT STUD SIZEt | DASH NO. C | ZMIN. | MAX. | LMAX. | NUMBER TOOLING LENGTH
22-18

MAX. INSUL. RATCHET: "

YAEV18 BOX DIA. ACCOM.: 125 8-10t — 31 24 7 91 | YAEV18 MR8D94 1
COLOR CODE: RED
18-14 X

MAX. INSUL. RATCHET: "

YAEV14 BOX DIA ACCOM.: 154 8-10t — 31 24 88 94 | YAEV14 MR18 1/
COLOR CODE: BLUE MR8D94

YAEV10-T7 BOX 4-6 — 30 24 95 109 | YAEV10-T7 RATCHET:
YAEV10-T11 BOX 210 6-8 — 37 26 97 114 | YAEV10-T11 MR8D94
YAEV10 BOX 8-10 — 37 26 97 | 114 |YAEV10 MR8-33-T1

MAX. INSUL. M8ND Y8ND
YAEV10-L36BOX | DIA. ACCOM.: 209 8-10 — 30 18 89 1.04 | YAEV10-L36 WITH 5/16"

COLOR CODE:

YAEV10-T3 BOX oo 1/4 — 47 38 112 | 1.30 | YAEV10-T3 N10ET-9 DIE
YAEV10-T2 BOX 5/16 — 53 31 112 | 130 | YAEV10-T2 MR18*
YAEV10-T4 BOX 3/8 — 56 35 112 | 1.35 | YAEV10-T4 MR4 10M

* No. 10 Str. cu. only.
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Compression
INSULUG™
DIMENSIONS BULK HYPRESS Y29NC | wiRe
STUD | MS25036 z | vy | L CATALOG | INSTALLATION STRIP
CATALOG NUMBER | WIRERANGE | SIZEt+ | DASHNO. | C [ MIN.| MAX.| MAX.| NUMBER TOOLING NEST | INDENTOR | LENGTH
YAEVSC-L14 BOX 68 — 4| 28| 120 | 1.40 | YAEVBC-L14 RATCHET:
YAEVSC-L BOX 8-10 -115 41| 28| 120 [ 1.40 | YAEVSC-L M8ND, WITH
8 STR. NSCET-2DIE
YAEVSC-L1 BOX MAX. INSUL. 1/4 -116 46 33 | 1.24 | 147 | YAEVS-L1 NON-RATCHET: DEVSL 716"
YAEVSC-L2 BOX DIA ACCOM.: 258 |  5/16 77 57 | 35 | 128 [ 1.55 | YAEVSCL2 HYNll)YRZELﬁC-
vagvecL3gox | COLOR CODE:RED g 118 57 | 35 | 139 | 155 | YAEVBCL3 | vyas, va winH
YAEVSC-L4 BOX 1/2 — 73 | 47 | 139 | 1.75 | YAEVSC-L4 USCET DIE SET
— 6 STR 8-10 419+ 48 | 29 ] 133 | 1.56 | YAEV6C-L1** RATCHET.
— MAX. INSUL 1/4 420+ 48 | 29 [ 133 | 156 | YAEVEC-L" | NON-RATCHET: Y29PLE-1
_ DIA. ACCOM.: 313 | 5/16 RPYE 60 | 36 | 139 | 1.68 | vAEVeCLa™ | | TRD | DEVEL | Y2OPLEA | g2
- COL%E*U%ODE 38 4204 60 | .36 | 139 | 168 | YAEVeC-L2* | Y35, 39 wiTH
— 112 — 73 | 47 | 153 | 1.91 | vyAEVeC-L10 | U6CET DIESET
— 8-10 — 55 | 28 | 140 [ 1.62 | vAEVAC-L3
4 STR. p NON-RATCHET:
— MAX. INSUL. 1/4 -123 55 28 1.37 | 1.62 | YAEV4C-L MY28-6"
— DIA ACCOM.: 374 | 516 124 63 | 34 | 143 | 174 | vaEVAC-L4 HYDRAULIC: | DEVAL 1/2"
_ COLOR CODE: R | Y35, Y39 WITH
R 3/8 125 63 | 34| 143 174 | vaRVACL2 | oo T
— 1/2 — 73 | 47 ] 156 | 1.92 | YAEV4AC-LS
— 10 — 69 | 35 | 1.72 [ 2.03 | vaAEV2C-L3
— 2STR. 1/4 126 | 69 | 35 | 161 208 | YAEV2CLT | OYTATCHET
— MAX. INSUL. 5116 — 69 | .35 | 168 | 203 | YAEV2C-L2 HYDRAULIC: | DEVaL 5/8"
DIA ACCOM.: .459 V35, Y39 WITH
— COLOR CODE : RED 3/8 -127 .69 35 | 1.69 | 2.03 | YAEV2C-L UZCiET DIE SET
— 1/2 -128 77 | 47 ] 180 | 216 | YAEV2C-L4
— 1 STR. 1/4 -129 .76 .38 | 1.63 | 2.14 | YAEVIC-L1 NON-RATCHET:
MAX INSUL. MY28.6*
— DIA. ACCOM.: 516 |21 — 76 | 38 | 171 ] 214 | VAEVICL2 HYDRAULIG: | DVo6L 5/8'
— COLOR CODE: 38 -130 76 | 38 | 172 [ 214 | vaEvicL Y35, Y39 WITH
— WHITE 112 131 86 | 47 | 186 | 227 | vAEVICL3 | UICETDIESET Vo9PLE
— J0STR 1/4 132 83 | 43 | 197 | 240 | vAEV2S5-L1 ORI Y29PLE
— MAX. INSUL. 5/16 — 83 | 43 | 1.97 | 240 | YAEV25-L2 MY28-6*
— DIA. ACCOM.: 564 | /8 133 83 | 43| 197 | 240 | vAEV25.L HYDRAULIC: | DEV25L 116"
_ COLOR CODE: R ] Y35, Y39 WITH
o9 112 134 88 | 47 | 202 | 2.46 | vAEV25-L3 UooeT DIE SET
— 5/8 — 88 | 63 | 217 | 267 | YAEV25-L4
- 20STR 1//4 — 93 | 49 | 219 | 272 | vaEV26-L1 ORI
— MAX. INSUL. 5/16 -135 .93 49 219 | 2.72 | YAEV26-L2 MY28-6*
— DIA. ACCOM.: 628 | /8 136 93 | 49 | 219 | 272 | vAEV26-L HYDRAULIC: | DEVZ26L 13/16"
_ COLOR CODE: R y Y35, Y39 WITH
e 112 137 93 | 49 | 227 [ 272 | vAEV26-L3 UooLT DIE SET
— 5/8 — 93 | 63 | 243 | 272 | vAEV26-L12

1 Additional terminal stud sizes available.

* BMY, BNCH-MT bench mount adapter available.

** NOTE: Add suffix "M" to cat. number to conform to MS25036 - standard for these items only. (Ex.: YAEBC-L1M).
See above. Contact Burndy for UL listed products.



BURNDY

Compression
| y
INSULUG™ 1 *..14
‘ e __:F",____.ﬁ
RING-TONGUE TERMINALS c ™ D)
| i
| == 304
NYLON-INSULATED FOR B - ' /J ===
EXPANDED INSULATION b Y
Designed to accommodate larger conductor
insulation diameters. Made of one piece tin
plated pure electrolytic seamless copper tub-
ing for maximum conductivity and ductility.
Color-coded insulating sleeves are locked
into position. Inspection hole permits visual
check of wire insertion. Meets requirements
of MIL-T-7928
INSTALLATION TOOLING
BULK Y29NC WIRE
CATALOG WIRE STUD 4 Y L HYTOOL STRIP
NUMBER RANGE SIZE c MIN. MAX MAX HYPRESS NEST INDENTOR LENGTH
YAEV8C-H14 6-8 A1 25 1.32 1.54 M8ND, YBND
WITH
YAEV8C-H 8 8-10 A1 25 1.34 1.54 N8CET-2 DIE
YAEVSC-Hf MAX. INSUL. 1/4 46 28 1.37 161
DIA.: 30" " DEV8L Y29PLE-1 716"
YAEVSC-H2 SLEEVE 5/16 57 33 139 1.68 MY28-6
YAEV8C-H3 CoLoA FEY 38 57 33 1.39 168 YS\AE,’I’TYSQ
YAEV8C-H4 1/2 .73 47 1.52 1.91 UBCET DIE
YAEV6C-H1 8-10 48 .28 1.48 1.73
6 MY28-6*
YAEV6C-H MAX. INSUL. 1/4 48 .28 1.48 1.73
YAEV6C-Hé Pt st6 | 60 | aa | tsa | qas Y25, Y39 DEVeL Y29PLE-1 112"
YAEV6C-H2 COLOR: 38 60 34 15| 185 V/I'H UBCET
BLUE FORAVAHARL JIE SET
YAEV6C-H10 1/2 .73 Ky 1.68 2.U6
YAEV4C-H3 8-10 .55 .28 1.60 1.87
4 MY28-6*
YAEV4C-H MAX. INSUL. 1/4 .55 .28 1.60 1.87
YAEVAC-Hd ppi 56 | 62 34 | 166 | 198 Y35, Y39 DEVAL |  Y29PLE- 102
YAEV4C-H2 COLOR: 3/8 62 34 1.66 1.98 WITH
YELLOW U4CET
YAEV4C-H5 1/2 .73 47 1.79 2.18
YAEV2C-H3 8-10 .69 .35 1.98 2.34
2 MY28-6*
YAEV2C-H1 MAX. INSUL. 1/4 .69 .35 1.98 2.34
YAEV2C-H2 ppate 516 | 69 3 | 1% | 2m Y35, Y39 DEVZL | Y20PLE S
YAEV2C-H COLOR: 38 69 35 198 2.34 WITH
RED U2CET DIE
YAEV2C-H4 1/2 77 47 2.10 2.49
YAEV1C-H1 1 1/4 .76 .38 2.10 2.49 MY28-6*
MAX. INSUL.
YAEV1C-H2 DIA: 58" 5/16 76 38 2.10 2.49 )
SLEEVE Y35, Y39 DV26L Y29PLE 5/8
YAEV1C-H 38 76 .38 2.10 2.49 WITH
COLOR:
YAEV1C-H3 WHITE 1/2 .86 A7 2.10 2.62 U1CET DIE

* BMY BNCH-MT bench mount adapter available.




BURNDY

Compression
(Continued)
INSTALLATION TOOLING
BULK Y20NC WIRE
CATALOG WIRE STUD z Y L HYTOOL STRIP
NUMBER RANGE SIZE c MIN. MAX MAX HYPRESS NEST INDENTOR LENGTH
YAEV25-H1 1/4 83 43 2.39 2,82
100 MY28-6*
YAEV25-H2 MAX. INSUL. 5/16 83 43 2.39 282
YAEV25-H P 38 83 a3 1 230 T om | vasva DEV25L Y29PLE 11/16"
YAEV25-H3 COLOR: 112 88 47 2.43 Dl U2SER
BLUE FORAVAIEAR D\~ SET
YAEV25-H4 58 88 62 2.5Y 50
YAEV26-H1 1/4 94 48 2,65 313
200 MY28-6*
YAEV26-H2 MAX. INSUL. 5/16 94 48 2,65 313
YAEV26-H g 38 94 48 2,65 313 Y35, Y39 DEV26L Y29PLE 13/16"
YAEV26-H3 COLOR: 112 94 48 2.65 el WIILIU6ER
YELLOW DIE SET
YAEV26-H12 58 94 62 2.70 333

* BMY BNCH-MT bench mount adapter available.
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Compression
TYPES YAV-R, YAV-RS
HYLUG™
HEAVY DUTY RIGHT-ANGLE AN
TERMINALS |

Factory formed right angle HYLUG connec-
tors made of seamless pure copper tubing.
These rugged terminals withstand the most
severe applications. Inspection hole in barrel
permits visual check of wire insertion. Tin

plated to resist corrosion. Meets requirements

of MIL-T-7928.
DIMENSIONS WIRE
CATALOG WIRE STUD INSTALLATION STRIP
NUMBER RANGE SIZE c LMAX | YMAX | ZMIN N TOOLING LENGTH
YAV18-R 22-18 8-10 31 35 54 25 16 NON-RATCHET:
YAV14-RL33 p014 4-6 25 37 45 21 12 RA%O,_?ET: 1/4
YAV14-R 8-10 31 38 57 25 16 Y8MRB-1
MR20
YAV10-R 1210 8-10 38 55 58 25 19 MRE-G98 516
YAV10-R3 BOX 1/4 47 57 60 28 23 MRS-9Q
BULK DIMENSIONS IN INCHES INSTALLATION TOOLING WIRE
CATALOG L Y Z HYPRESS Y29NC STRIP
NUMBER WIRE | STUD c MAX. MAX. MIN. N HYTOOL NEST INDENTOR | LENGTH
YAVSC-RS 8-10 A1 1.00 75 25 20
YAVSC-RS1 8 1/4 A1 1.00 79 28 20 DVeL-1* 7/16"
YAV8C-RS3 38 56 1.00 85 34 20
YAV6C-RS1 8-10 50 1.02 81 28 25
YAV6C-RS 1/4 50 1.02 81 28 25
YAV6C-RS4 6 5/16 59 1.02 89 34 31 DveL
YAV6C-RS2 38 59 1.02 89 34 31 o
YAV4C-RS3 8-10 53 1.04 87 28 25
YAV4C-RS 1 1/4 53 1.04 87 28 25 MY28 DVAL Y29PL
YAV4C-RS4 5/16 62 1.04 95 34 31 MY29-11
YAV4C-RS2 38 62 1.04 95 34 31
YAV2C-RS1 1/4 127 1.05 34 33 33
YAV2C-RS2 2 5/16 67 1.27 1.05 34 33 DVaL 5/8"
YAV2C-RS 38 67 1.27 1.05 34 33
YAV1C-RS1 1/4 73 1.35 1.15 34 33 .
YAV1C-RS2 1 5/16 73 1.35 1.15 34 33 pviL 58
YAV25-RS 38 82 1.51 1.29 43 39 ,
YAV25-RS3 10 12 88 1.51 1.32 A7 A4 Dv2sL 1116
YAV26-RS 38 92 1.63 1.40 A7 39 Y29PR \
YAV26-RS3 20 12 92 1.63 1.40 A7 39 DvaeL 13016
YAV27-RS 3/0 3/8 1.02 1.65 1.54 A7 48 )
YAV28-RS 4/0 38 1.13 1.80 1.54 A7 48 - - 78

* For aircraft applications (Flexible Cable) use die DV8L-1



BURNDY

Compression

TYPES YAEV-RS

INSULUG™
RIGHT-ANGLE TERMINALS
NYLON-INSULATED

Factory formed right angle INSULUG® con-
nectors made of seamless pure copper tub-
ing. These rugged terminals withstand the
most severe applications. Inspection hole in
barrel permits visual check of wire insertion.
Meets requirements of MIL-T-7928.

INSTALLATION TOOLING
CATALOG WIRE so | N | e |z | v | L HYPRESS Y20NC
NUMBER Size SIZE MIN. | MAX. | MAX. | HYTOOL |  NEST INDENTOR | LENGTH
YAEVSC-RS 8 810 | 20 | 41 | 25 | 82 | 125
MAX. INSUL. DIA.: 258" A DEVSL 716"
YAEVSC-RS1 SLEEVE COLOR: RED V4 | 25 | 41| 28 | 84 | 125
YAEV6C-RS1 6 810 | 25 | 50 | 28 | .88 | 128
MAX. INSUL. DIA.: 313" B DEV6L Y29PLE-1 12"
YAEV6C-RS SLEEVE COLOR: BLUE 4 | 25 | 50 | 28 | 88 | 120
YAEV4C-RS 4 4 | 25 | 53 | 28 | 95 | 128
MAX. INSUL. DIA.: 374" c DEVAL 12"
YAEVAC-RS2 | SLEEVECOLOR:YELLOW | 38 | 31 | 62 | .34 | 102 | 128
YAEV2C-RS1 2 V4 | 33 | 67 | 34 | 113 | 162
MAX. INSUL. DIA.: 459" D DEV2L 5/8"
YAEV2C-RS SLEEVE COLOR: RED ¥ | 33 | 67 | 34 | 113 | 162
YAEVIC-RS2 1 56 | 33 | 73 | 34 | 122 | 165
MAX. INSUL. DIA.: 516" E DEV26L 5/8"
YAEVIC-RS SLEEVECOLOR:WHITE | 14 | 33 | 73 | 34 | 122 | 165
Y29PLE
100
YAEV25-RS MAX.INSUL.DIA: 564" | 38 | 39 | 81 | 43 | 146 | 1.88 F DEV25L 11/16"
SLEEVE COLOR: BLUE
200
YAEV26-RS MAX.INSUL.DIA: 628' | 38 | .39 | 92 | 47 | 148 | 206 | G DEV26 13/16"
SLEEVE COLOR: YELLOW
A B Cc D E F G
RATCHET: RATCHET: NON-RATCHET: NON-RATCHET: NON-RATCHET: | NON-RATCHET: | NON-RATCHET:
MBND NON-RATCHET: MY28-611 MY28-611 MY28-611 MY28-611 MY28-611
WITH MY28-611 HYDRAULIC: HYDRAULIC: HYDRAULIC: HYDRAULIC: HYDRAULIC:
N8CET-2 DIE HYDRAULIC: Y35, Y39 WITH Y35, Y39 WITH Y35, Y39 WITH Y35, Y39 WITH Y35, Y39 WITH
NON-RATCHET: Y35, Y39 WITH U4CET U2CET U1CET U25ET U26ET
MY28-61t UBCET DIE SET DIE SET DIE SET DIE SET DIE SET
HYDRAULIC: DIE SET
Y35, Y39 WITH
U8 CET DIE SET

1t BMY BNCH-MT bench mount adapter available.
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Compression

TYPE YAEV-RH

INSULUG™

RIGHT-ANGLE TERMINALS,
NYLON-INSULATED

DESIGNED TO
ACCOMMODATE

LARGER CONDUCTOR
INSULATION DIAMETERS

Factory formed right angle INSULUG connec-
tors made of seamless pure copper tubing.
These rugged terminals withstand the most
severe applications. Inspection hole in barrel
permits visual check of wire insertion. Tin
plated to resist corrosion. Meets requirements

of MIL-T-7928.
INSTALLATION TOOLING
CATALOG WIRE stwo | N | c | z | v L HYPRESS Y20NC
NUMBER SIZE SIZE MIN. | MAX. | MAX. | HYTOOL NEST INDENTOR | LENGTH
YAEVSC-RH 8 810 | 20 | 41| 25 | 87 | 1.38
MAX. INSUL. DIA.: .30" A DEVSL 716"
YAEVSC-RH1 SLEEVE COLOR: RED 14 | 25 | 41| 28 | 90 | 1.38
YAEV6C-RH1 6 810 | 25 | 50 | 28 | 97 | 143
MAX. INSUL. DIA.: .38" B DEV6L Y29PLE-1 1/2"
YAEV6C-RH SLEEVE COLOR: BLUE 14 | 25 | 50 | 28 | 97 | 143
YAEV4C-RH 4 14 | 25 | 53| 28 | 104 | 153
MAX. INSUL. DIA.: .44" c DEVAL 1/2"
YAEV4C-RH2 SLEEVE COLOR: YELLOW | /8 | 31 | 62 | 34 | 111 | 153
YAEV2C-RH1 2 14 | 33 | 67| 34 | 122 | 1.8
MAX. INSUL. DIA.: .52" Ittt IR DEV2L 5/8"
YAEV2C-RH SLEEVECOLOR:WHITE | 38 | 33 | 67 | a4 | 122 [ 188
YAEV1C-RH2 1 516 | 33 | 73 | 34 | 132 | 1.99
MAX., INSUL. DIA.: 52" E DV26L 5/8"
YAEV1C-RH SLEEVE COLOR:WHITE | 1/4 | 33 | 73| 34 | 132 | 1.9
Y29PLE
10
YAEV25-RH MAX. INSUL. DIA.: .66" 38 | 39 | 81| 43 | 150 | 229 F DEV25L 11/16"
SLEEVE COLOR: BLUE
200
YAEV26-RH MAX. INSUL. DIA.: .73" 38 | 39 | 92| 47 | 160 | 242 G DEV26L 13/16"
SLEEVE COLOR: YELLOW
A B (o D E F G
RATCHET: RATCHET: NON-RATCHET: NON-RATCHET: NON-RATCHET: NON-RATCHET: NON-RATCHET:
M8ND NON-RATCHET: MY28-61t MY28-61t MY28-61t MY28-61t MY28-61t
WITH MY28-61t HYDRAULIC: HYDRAULIC: HYDRAULIC: HYDRAULIC: HYDRAULIC:
N8CET-2 DIE HYDRAULIC: Y35, Y39 WITH Y35, Y39 WITH Y35, Y39 WITH Y35, Y39 WITH Y35, Y39 WITH
NON-RATCHET: Y35, Y39 WITH U4CET U2CET U1CET U25ET U26ET
MY28-61t UBCET DIE SET DIE SET DIE SET DIE SET DIE SET
HYDRAULIC: DIE SET
Y35, Y39 WITH
U8 CET DIE SET

11 BMY BNCH-MT bench mount adapter available.




BURNDY

Compression
TYPES T-F AND YAD-F Long BRazED
DEEP “V” GROOVE \
HYLUG™ INNER SERRATIONS

UNINSULATED

AND INSPECTION HOLE

/ " ___ BEVELED
ENTRY

COMPRESSION TERMINAL, 4 \ Y
FORK TONGUE / \ LONG L
NECK
ELECTRO-TIN FORKED
Type T-F is constructed in the same manner PLATED TONGUE
as the type "T" and employs a fork tongue.
The fork permits rapid installation of the ter-
minal under a screw head without completely sp
removing the screw. Two or more terminals
may be stacked easily on a common stud.
DIMENSIONS WIRE
CATALOG WIRE STUD BULK INSTALLATION STRIP
NUMBER RANGE SIZE c L MAX. Y MAX. Z MIN. CAT. NO. TOOLING LENGTH
T18-6F 4-6 .28 .68 55 .25 YAD18-6F NON-RATCHET:
T18-8F 6-8 31 74 57 27 YAD18-8F Y10D, Y10-22
22-18 RATCHET: 9/32"
T18-10F 8-10 37 74 .58 .29 YAD18-10F MR8G9, YSMRB-1
T18-14F 47 92 69 39 YAD18-14F MR20
T14-6F 4-6 28 .68 55 25 YAD14-6F NON-RATCHET:
T14-8F 6-8 31 74 57 27 YAD14-8F Y10D, Y10-22
20-14 RATCHET: 9/32"
T14-10F 8-10 37 74 .58 .29 YAD14-10F MR8G98, YSMRB-1
T14-14F 47 92 69 39 YAD14-14F MR20
T10-6F 4-6 .28 74 .61 .25 YAD10-6F NON-RATCHET:
T10-8F 6-8 31 .80 .63 27 YAD10-8F Y10D, Y10-22
12-10 RATCHET: 11/32"
T10-10F 8-10 4 87 .68 .32 YAD10-10F MRG98, YSMRB-1
T10-14F 50 1.00 75 39 YAD10-14F MR20




BURNDY

Compression

TYPES YAV-T-F- BOX INSPECTION SEAMLESS BEVELED

AND YAV_T_F HOLE \BARREL\ 7TRY ; h

nifl.

HYLUG™ ~ T
SEAMLESS UNINSULATED crimp S
COMPRESSION / Z ~ WIRE SIZE L—_ L—
FORK TONGUE TERMINAL ELECTRO-TIN DOUBLE THICK

PLATED FORK TONGUE

The type YAV-T-F HYLUG is a seamless .
heavy duty uninsulated compression fork- Features and Benefits

tongue terminal manufactured from electro- sp
lytic copper for use on copper commercial

(code) cable, Type AN aircraft cable and extra
flexible conductors.

* Fork tongue.

O Allows installation of compression
terminal under screw head without
complete removal of the screw.

The seamless design produces a double thick
tongue and the seamless barrel provides a
strong highly reliable connection.

All the benefits of the Type YAV apply for the
same wire sizes.

DIMENSIONS
CATALOG WIRE STUD BULK INSTALLATION WIRE
NUMBER RANGE SIZE L Y Z CAT. NO. TOOLING STRIP
c MAX. MAX. MIN. LENGTH
YAV18-T19F BOX 15 46 31 80 55 25 YAV18-T19F o
YAV18-T21F BOX 8-10 37 80 55 25 YAV18-T21F NON RATCHET:
Y10D, Y10-22
YAV14-T32F BOX 46 31 80 57 25 YAV14-T32F
20-14 , 9/32"
YAV14-T34F BOX 8-10 37 82 60 26 YAV14-T34F RATCHET:
MR8-G98, MR8-9Q,
YAV10-T21F BOX 210 810 38 91 69 26 YAVA0-T21F MR20. YSMRB-1 ”
. , .
YAV10-T23F BOX 1/4" 47 1.00 75 34 YAV10T23F




BURNDY

Compression

TYPE YAV-H-F BOX;
YAV-H-F AND YAV-Z

HYLUG™

UNINSULATED
COMPRESSION TERMINAL
FORK TONGUE WITH
SHROUD SEAMLESS

The type "YAV-H-F" HYLUG is a seamless
heavy duty uninsulated compression fork
tongue terminal with a shroud for an insula-
tion grip and cable support. Manufactured
from electrolytic copper tubing for use on cop-
per commercial (code) cable, Type "AN" air-
craft and extra flexible conductors.

T WIRE RANGE

FLANGED _-
T~ DOUBLE THICK

FORK TONGUE

SEAMLESS l(;lsll;LmI[?N
BARREL
INSPECTION T~ " CABLE SUPPORT
HOLE \
ELECTRO-TIN \ AN
PLATED CRIMP
T = CRIMP
/ # WIRE RANGE
FLANGED /
FORK TONGUE
DOUBLE THICK SEAMLESS
TONGUE BARREL
INSULATION
INSPECTION - GRIP AND
HOLE \ CABLE SUPPORT
ELECTRO-TIN T~ crmp
PLATED — TT— CRMP

The seamless tubing produces a double thick TONGUE
tongue while the seamless barrel design pro- .
vides a very strong connector for very Features and Benefits
demanding applications that require highly
reliable connections. * Fork tongue. ) ) ne B
O Allows installation of compression termi- | .
In addition to the benefits described for the nal under screw head without complete p' \\—
YAV box series of connectors the YAVH-F Box removal of the screw thereby lowering ; — ! _
and YAV-Z terminals provide the following installation costs. T
benefits. * Flanged fork tongue. i‘—:
¢ Allows installation of compression termi- bl —
nal under screw head without complete Fig. 1
sp removal of the screw plus aids in main-
taining the terminal on the stud should
the screw loosen slightly. = 7z r__
]
¢ — o)
{1 —
L_' Y
L !
Fig. 2
DIMENSIONS WIRE
CATALOG WIRE STUD MAX. INSUL. L Y z BULK INSTALLATION STRIP
NUMBER FIG. RANGE SIZE DIA. ACOM. C | MAX. | MAX. | MIN. CAT. NO. TOOLING LENGTH
YAV18-H6F BOX 1 4-6 120 25 .89 .80 19 | YAV18-H6F PLIER
YAV18-H19F BOX 1 22-18 4-6 120 .30 .97 .75 21 | YAV18-H19F Y10D*, Y14MV,
Y10-22*
YAV18-H21F BOX 1 8-10 120 37 97 .76 22 | YAV18-H21F RATCHET:
YAV14-25 BOX 2 46 150 31 | 89 | 69 | .13 |YAVi4-Z5 MR8-G98
YAV14-H32F BOX 1 4-6 150 .30 .96 .78 23 | YAV14-H32F MR8-9Q, 1/4"
YAV14-H56F BOX 1 6-8 150 30 | 96 | .78 | 23 | YAV14-Hs6F MYF?ZI\ARI\%I-1I\*lb
YAV14-H34F BOX 1 20-14 8-10 .150 37 .96 .78 23 | YAV14-H34F ANIZ())qYBBND
YAV14-HF BOX 1 8-10 150 31 .96 .78 23 | YAV14-HF WITH N14HT-5
YAV14-26 BOX 2 8-10 150 37 | 1.04 | .78 21 | YAV14-Z6 DIE
YAV10-HF BOX 1 12-10 8-10 192 38 | 1.07 | .92 24 | YAV10-HF N10HT DIE 716"

* Crimps conductor crimp only.




BURNDY

Compression
TYPES TN-F, YAE-F wRecawe  MSULATON
AND YAES-F BRAZED \ \ /Eﬁ?gIYEL _*_:t
INSULUG™ TN @ 3 ;ﬁ“*_

TERMINAL - NYLON Fonk ‘ ,

INSULATED, FORK TONGUE e - N | L
DEEP “V”

300 VOLT MAX. 105°C MAX PLATED SERRATIONS

The type TN-F, nylon insulated fork tongue ~ Features and Benefits
terminal has the same high quality as the TN.
It is designed to meet the heavy-duty require-

ments of industrial and utility applications.

* Fork tongue.
O Provides faster and easier installation
by permitting insertion under the screw
Used on both power and control circuits for head without completely removing it.
wire sizes #26 AWG through #10 AWG. The
TN-F provides high dielectric strength and

stability in oily conditions.

The TN-F is identical to the TN with the addi-
tion of a fork tongue which allows installation
without complete removal of its supporting

Screw.
DIMENSIONS WIRE

CATALOG WIRE STUD BULK INSTALLATION STRIP
NUMBERS RANGE SIZES c LMAX. | YMAX. | ZMIN. CAT. NO. TOOLING LENGTH
TN20-2F* 26-20 MAX. INSUL. 12 18 73 5 o _ M8ND WITH

DIA. ACCOM.: .098 N14HET-25V1 3/16"
TN20-6F* COLOR CODE: AMBER 46 28 80 70 28 — DIE SET
TN18-6F 9918 46 28 79 65 24 YAES18N1F
TN18-8F MAX. INSUL. 6-8 31 84 67 26 YAES18N49F -
TN18-10F DIA. ACCOM.: .120 8-10 37 84 68 27 YAES18N3F NON-RATCHET:
TN18-14F COLOR CODE: RED 47 103 79 38 | YAES18NSOF Y10D
TN14-6F 16-14 4-6 28 79 65 24 YAES14N6F Y1022
TN14-8F MAX. INSUL. 6-8 31 .84 .67 .26 YAES14N53F 230"
TN14-10F DIA. ACCOM.: .153 8-10 37 84 68 27 YAES14N8F
TN14-14F COLOR CODE: BLUE 47 103 79 38 | YAES14NS4F FATCHET.
TN10-6F 12-10 46 28 96 82 24 YAES10N11F MRB-83"
TN10-8F MAX. INSUL. 6-8 31 1.01 84 26 YAES10N56F MR18 -
TN10-10F DIA. ACCOM.: .209 8-10 41 1.09 89 31 YAES10N12F
TN10-14F COLOR CODE: YELLOW 50 121 9 38 | YAESTONS7F

* These sizes not UL listed.
** Or other tool conforming to military specification MS25037 or MS90413
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Compression
TYPES YAE-N-F aOToee  Coe
BOX AND YAE-N-F e S
INSULUG™ .
TERMINAL - i o INSULATION
NYLON INSULATED, 55?!3‘”}; = \W.RE
FORK TONGUE onauE SEmmations  CRINP
MULTI-FINGER

INSULATION GRIP
300 VOLT MAX. 105°C MAX

INSULUG type YAE-N-F nylon insulated ter-
minals are designed with a Multi-Finger
Insulation grip, are rated 105°C and are sup-
plied with a fork tongue for easy terminal
insertion and removal.

Features and benefits

* Fork tongue.
0 Permits rapid easy installation of the
terminal under the screw head without
complete removal of the screw.

DIMENSIONS TAPE
CATALOG WIRE STUD BULK MOUNTED WIRE
NUMBER RANGE SIZE c L Y z CATALOG INSTALLATION CATALOG NO. INSTALLATION STRIP
MAX | MAX [ MIN NUMBER TOOLING 2000/Reel TOOLING LENGTH
YAE22NG5F BOXe | 2s2omaxmsuL | 12 | 18 | 73 | 65 | 24 | vAEzanesr RATCHET: YAE22N65FMe TFM
DIA.: 098" MB8ND, YSND WITH 5/32"
SLEEVE COLOR: N14HET25V1 DFM11D1
YAE22N66F BOXe AMBER 4-6 .28 .80 .70 28 YAE22N66F¢ DIE YAE22N66FMe DIE
YAE18N60F BOX 4 21| 73 24 | YAE18N6OF NON-RATCHET: YAE18N60FM
Y10D OR
22-16 RATCHET: MR8-33T-1 TFM
YAE18G43F BOX VA UL 25 | 78 68 19 | YAE18G43F VEND, YEND YAE18G43FM Wit
DIA.: .125" WITH ONE OF THE DFM10D1 3/16"
YAE18NSGF Box | SRV COLOR 28 | 83 | 76 | 23 | vaEtenssF | TUOCDES [ YAE18NSGFM DIE
N10ET-9
YAE18N57F BOX 68 | 31| 9 | 78 | 20 | vaetsns7F NI4HET15 YAE18N57FM
YAE14N76F BOX 46 | 28| 87 | 76 | .26 | vaetanzer | NON-RATCHET: |  yag1an7eFm
16-14 Y10D OR Y10- TFM
o 29 22 YAE14N77FM WITH 3/16
YAE14NTTF BOX DIA: 156" 6-8 31| 9 78 . YAE14NTTF "
SLEEVE COLOR: OR DFM9D1
BLUE RATCHET: DIE
YAE14N78F BOX 810 | 36 | 101 | .8 34 | YAE14NTSF MR8-33T1 YAE14N78FM

* Not UL recognized.
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Compression
TYPES TP-F WIRE EXPANDED SHROUD
CRIMP INSULATION CRIMP
AN D BA-E F WIRE SIZE \ / SMOOTH !‘-Z _.1
RANGE — ENTRY T L
VINYLUG™ " Lt
TERMINAL - rore \ "\ coton copeo e a—
<= INSULATION
POLYVINYLCHLORIDE /
TIN DEEP “V”
INSULATED, FORK TONGUE e e s
600 VOLT MAX. 105°C MAX .
Features and Benefits
The Type TP-F is a fork tongue variation of * Fork tongue design.
the TP design and makes installation easier. ¢ Faster installation-screw needs only to
be loosened for termination.
DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE STUD CATALOG | INSTALLATION | CATALOG NO. | INSTALLATION | STRIP
NUMBER RANGE SIZE Cc LMAX | YMAX | ZMIN | NUMBER e TOOLING 2000/Reel TOOLING LENGTH
TP16-2F 216 12 | 17 | 75 | 66 | 23 | BA16EF2 BA16EF2M TEM
TP16-6F MAX. INSUL. 4-6 .28 .80 .66 .23 BA16EF6 BA16EF6M WITH 13/64"
TP16-8F DIA. ACCOM.: .145 6-8 31 86 69 26 | BA16EF8 PLIER TYPE: BA16EFSM DFM3-1
tPiet0F | COLORCODERED ™0™ 4 [ 95 | 75 | 31 | BATGEF10|  Y10-22 BA16EF10M DIE
TP14-2F 614 12 | 17 | 75 | 66 | 23 | BAI4EF2 BA14EF2M TEM
TP14-6F MAX. INSUL. 4-6 .28 .80 .66 .23 BA14EF6 BA14EF6M WITH
RATCHET ,
TP14-8F DIA. ACCOM.: .180 6-8 31 86 69 26 | BA14EF8 TOOL: BA14EF8M DFM2-1 13/64
COLOR CODE: BLUE : DIE
TP14-10F 8-10 A .95 .75 31 BA14EF10 MR8-89-1 BA14EF10M
TP10-6F 12-10 46 | 28 95 81 26 | BA10EF6 MR15 * BA10EF6M TEM
rogr | NS [ 68 | a1 | 98 | s 26 | BA10EF8 * BA10EF8M WITH 19/64"
TP10-10F | COLOR CODE: YELLOW | 8-10 | .41 1.07 87 31 | BA10EF10 * BA10EF10M DFM1D5 DIE

* UL and CSA listed with MR-8-89-1 and MR15.
*1000/Reel.
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Compression
TYP ES YAE-Z B OX MULTI-FINGER FUNNEL
INSULATION GRIPS
AND YAE-Z AND CABLE SUPPORT ENTRY f—2 *I
WIRE SIZE \ r |
INSULUG™ c —
ELECTRO-TIN ~ L []—__ /
PLATED \ INSULATION
TERMINAL - ‘;, \ CRIMP | Y
NYLON INSULATED, & « WIRE CRIUP L
FLANG ED FORK FLANGED DEEP “V”
FORK SERRATIONS
MULTI-FINGER ]
INSULATION GRIP Features and benefits
* Flanged fork. sp
o
300 VOLT MAX. 105°C MAX O Permits rapid, easy installation of the
terminal under the screw head without
INSULUG type YAE-Z is identical to type complete removal of the screw.
YAE-N and employs a flanged fork tongue for Additionally, it may not be removed with
faster installation while maintaining security if only a slight loosening of the screw.
supporting screw becomes loose.
DIMENSIONS TAPE
BULK MOUNTED WIRE
CATALOG WIRE STUD z Y L | CATALOG | INSTALLATION | CATALOG NO. | INSTALLATION | STRIP
NUMBER RANGE SIZE c MAX | MAX | MAX | NUMBER TOOLING 2000/Reel TOOLING LENGTH
YAE22Z1 BOX | 2620 MAX. INSUL. 1-2 18 24 65 75 | YAE22Z1 MB8ND, YBND YAE22Z1M TFM
DIA. 098" WITH WITH o
YAE2222 BOX | SLEEVE COLOR: 4-6 28 | 28 | 70 | .83 | YAE2222 | wy4pEosvipiE | YAE22Z2M DFM11D1 532
YAE2273 BOX AMBER 68 31 30 72 92 | vaE22z3 Y10D, Y10-22 YAE22Z3M DIE
YAE18Z1 BOX 216 1-2 18 22 73 83 | YAE18Z1 YAE18Z1M TFM
MAX. INSUL.
YAE18Z2 BOX DIA. ACCOM- 46 28 26 76 | 100 | YAE1822 VR-33T-1 YAE18Z2M WITH 26
YAE18Z3 BOX (2 6-8 31 29 78 1.00 | YAE18Z3 MBND, Y8ND YAE18Z3M DFM10D1
wewzisox | re [ 810 % | 4 | 83 | 108 | YAElsza | “WTHONEOF THE I™ypEigzam DIE
- : : : : FOLLOWING DIES
o1 ] N14HET-15
YAE1422 BOX NS 46 28 26 76 90 | YAE1422 VHHET 1 YAE14Z2M M
vaenaz3Box | O GEEOW 68 31| 29 | 78 | 100 | VAE14z3 Y10D, Y1022 YAE14Z3M WITH 316"
- DFM9D1 DIE
vaetazagox | 0™ | g10 | 36 [ a4 | 83 | 108 | vAEN4z4 YAE14Z4M
14-12 MAX. INSUL. . MR833T-1
YAE12Z2 BOX 12 MAX NS 46 28 27 90 | 104 | YAE1222 VENG,YEND YAE1222M TEM "
YAE1223 BOX (180 6-8 31 | 32 | 96 | 116 | YAE1223 | \witH N1oHET1 | YAE12Z3M WITH 21/64
COLOR CODE: DFM7D1 DIE
YAE12Z4 BOX GREEN 8-10 36 35 | 100 | 123 | YAE1224 Y10D, Y10-22 YAE1224M

* Not UL recognized.
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Compression
) cRiMp =z
— - -
VINYLUG™ WIRE SIZE C —+
RANGE ; t
TERMINAL - o v N | ——
POLYVINYLCHLORIDE o W sEnaons L
INSULATED, FLANGED FLANKED TIN PLATED
FORK TONGUE
600 VOLT MAX. 105°C MAX Features and Benefits
* Flange fork tongue design.
VINYLUG Type TP-Z is a variation of the Type O Allows fast installation—screw only has
TP and employs a flanged fork tongue for fast to be loosened for termination.
installation and security. * The flanges on the end of the fork terminal
aid in preventing a slightly loose terminal
from becoming fully disconnected from
the screw.
sp 0 Flanges make re-securing a loose
terminal easier.
DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE STU CATALOG | INSTALLATION | CATALOG NO. | INSTALLATION | STRIP
NUMBER RANGE SIZE C L MAX | Y MAX | ZMIN NUMBER TOOLING 2000/Reel TOOLING LENGTH
TP16-2Z 2916 1-2 17 .78 .66 23 BA16EZ2 BA16EZ2M TEM
TP16-6Z MAX. INSUL. 4-6 .28 .83 .66 23 BA16EZ6 BA16EZ6M WITH 13/64"
TP16-82 DIA. ACCOM.: .145 68 | .31 88 69 26 | BA16EZ8 ~|_BA16EZ8M DFM3-1
Tpigroz | COWORCODERED Moo ™41 | 96 | 75 | .31 | BAI6EZIO PL'&fO_TQYZPE' BA16EZ10M DIE
TP14-2Z 16-14 1-2 17 .78 .66 23 BA14EZ2 BA14EZ2M TFM
TP14-6Z MAX. INSUL. 4-6 .28 .83 .66 .23 BA14EZ6 RATCHET BA14EZ6M WITH .
TP14-82 DIA. ACCOM. 180 6-8 | .31 88 69 26 | BA14EZ8 TOOL: BA14EZ8M DFM2-1 13/64
Tpiagqoz | COMORCODEBLUE Moo ™4 | 96 | 75 | 81 | BAMEZIO | MR88%T  "majseziom DIE
TP10-6Z 1210 46 | 28 | 99 | .81 26 | BA10EZ6 MRS * BA10EZ6M TEM
eroaz | VUt 68 | a1 | 101 | 81 | 26 | BAtEZ8 * BA10EZ8M WITH 19/64"
TP10-10Z_| COLOR CODE: YELLOW | 810 | 41 | 1.09 | .81 31| BA10EZ10 * BA10EZ10M DFM1D5 DIE

*1000/Reel.
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Compression
TYP ES TP-LF AN D WIRE EXPANDED SHROUD
CRIMP INSULATION CRIMP
BA-EL WIRE SIZE \ / b7
RANGE \ T
VINYLUG™ LOCKING , ¢ +
FORK ~__ \ 1
- COLOR CODED - Y ——=—
TERMINAL INSULATION
POLYVINYLCHLORIDE / —-—— L
DEEP “V”
INSULATED, TIN PLATED SERRATIONS
LOCKING FORK TONGUE
600 VOLT MAX. 105°C MAX Features and Benefits
. o * Locking fork tongue design.
Type TP-LF is a variation of the Type TP 0 Allows fast installation—screw only has
design and employs a locking fork tongue for to be loosened for termination.
fast installation and security. * Internal configuration of the fork.
¢ Prevents the terminal from coming
off the screw without applying a
pulling force.
* Locking fork is made from a copper alloy.
¢ Permits many installations while main-
taining proper spring retention of forks.
DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE STUD CATALOG | INSTALLATION | CATALOG NO. | INSTALLATION | STRIP
NUMBER RANGE SIZE C LMAX | YMAX | ZMIN | NUMBER ® TOOLING 2000/Reel TOOLING LENGTH
TP16-2LF 216 12 | 17 | 75 | 66 | 23 |BAI6EL2 BA16EL2M TFM
TP16-6LF MAX. INSUL. 4-6 .28 .80 .66 .23 | BA16EL6 BA16EL6M WITH 13/64"
TP16-8LF DIA, ACCOM.: .145 6-8 31 86 69 26 | BA16EL8 PLIERTYPE: | BA16EL8M DFM3-1
TPigoLr | COWORCODERED 17 o™ ™41 | 95 | 75 | 31 |BAMGEL10 | Y1022 BA16EL10M DIE
TP14-2LF 1614 12 | A7 | 75 66 23 | BA14EL2 BA14EL2M TEM
TP14-6LF .
8 MAX. INSLL. 46 | 28 | 80 | 66 | .23 |BA14EL6 RATCHET  |BAT4ELEM WITH 13/64"
TP14-8LF DIA. ACCOM.: .180 6-8 31 86 69 26 | BA14EL8 . BA14EL8M DFM2-1
COLOR CODE: BLUE TOOL:
TP14-10LF : 810 | .41 95 75 31 | BA14EL10 MR8-89-1 BA14EL10M DIE
TP10-6LF 12-10 46 28 95 81 26 | BA10EL6 MR15 * BA10EL6M TEM
eroalF | MRS o [ 68 | 81 | 98 | 81 | 26 |BAMOELS * BA10ELSM WITH 19/64"
TP10-10LF | COLOR CODE: YELLOW | 8-10 | .41 1.07 87 31 | BAOEL10 * BA10EL10M DFM1D5 DIE

* UL and CSA listed with MR8-89-1 and MR15.
*1000/Reel.
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Compression
TYPE QM FINGRIP™ .
NT
UNINSULATED MALE QUICK TO | o
DISCONNECT TERMINAL ‘ |
L
Chamfered barrel opening assures quick and : '/.- -
easy wire insertion. Dimpled male tab detent L *
ensure firm grip. keahos
NEMA DIMENSIONS
CATALOG WIRE TAB c D MIN. N L HAND
NUMBER RANGE SIZE TOOL
Q18M187D 2018 187 X020 187 250 125 54 10D
Q18M250D STRIP LENGTH: 7/32" 250 X .032 250 312 162 67
Q14M187D 16-14 187 X.020 187 250 125 54 oD
Q14M250D STRIP LENGTH: 7/32" 250 X .032 250 312 162 67
12-10
Q10M250D STRIP LENGTH: 5/16° 250 X .032 250 352 178 84 Y10D
TYPE Q-F FINGRIP™ e
UNINSULATED FEMALE LT
QUICK DISCONNECT O] o
TERMINAL ‘ )

L
Chamfered barrel opening assures quick and : ‘
easy wire insertion. Dimpled female socket .l
detent ensure firm grip.

NEMA DIMENSIONS
CATALOG WIRE TAB c D L HAND
NUMBER RANGE SIZE TOOL
Q18F187D 22.18 187 X.020 233 250 59 ‘10D
Q18F250D STRIP LENGTH: 9/32" 250 X .032 300 300 64
Q14F187D 16-14 187 X020 233 250 59 ‘10D
Q14F250D STRIP LENGTH: 9/32" 250 X .032 300 300 64
Q10F250D 12:10 250X 082 300 300 7 Y100

STRIP LENGTH: 3/8" e A : : :
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Compression
‘ i v
O/
1 . {} VAL WS
OPEN BARREL TERMINALS Ko > ‘Va> p ,,/)/
> (\‘ < L
™ SR <N g
FINGRIP™ FEMALE I e <G>
[N L
QUICK DISCONNECTS
Fig. 1 ig. ig.

Quick disconnect connectors are provided 9 Flg 2 Flg 3

either bare brass or pre-tin plated. Provided

with insulation support capability where indi-

cated. Fits standard NEMA tab sizes.

CATALOG NEMA TAB INSULATION FIG.
NUMBER WIRE RANGE SIZE GRIP DIAMETER FINISH B C G L NO.
21057-00 .110X.020 .060-.110 NATURAL

22-18 215 .500 .560 1
21220-02 .110X.032 .090-.135 TIN .250
21052-02 TIN .245 .590 2
21110-02 .187X.020 TIN
20-16 .250
21110-00 .090-.130 NATURAL .250 .190 .350 3
21111-02 .187X.032 iy
21049-02 22-18 .205X.020 I\ .245 .250 .250 .590 2
21045-02 .060-.100 TIN .700
21071-00 NATURAL
22-18 .250X.032 .300 .300 .300 2
21071-02 .090-.130 TIN .750
21046-02 TIN
21047-02 TIN
.300 .700
21047-00 NATURAL
18-14 .250X.032 .110-.170 .300 .300 2
21070-02 TIN .360
.750
21070-00 NATURAL .360
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TYPE PQ

FEMALE FINGRIP™

THREE PIECE VINYL-
INSULATED

MATERIAL: BRASS

B-38

An inner copper sleeve provides wire support
against vibration and flexing.

MATES WITH .250 X .032 NEMA TAB

LOOSE PIECES TAPE MOUNTED WIRE
CATALOG WIRE MATERIAL DIMENSIONS BULK HAND | CATALOG NO. TFM STRIP
NUMBER RANGE AND FINISH D L MAX Cc CATALOG NO. TOOL 2000/Reel CRIMP DIE | LENGTH
PQ18R257D 22-18 MAX. INSUL. Brass PQ18R257B PQ18R257M
DIA.: 135" .30 .85 .30 DFM13D1
PQ18R258D SLEEVE COLOR: RED Tin plated brass PQ18R258B MR8-92* | PQ18R258M
Y10D 9/32"
PQ14R257D 16-14 MAX. INSUL. Brass PQ14R257B Y10-22 | PQ14R257M
DIA.: .160" .30 .85 .30 DFM12D1
PQ14R258D SLEEVE COLOR: BLUE Tin plated brass PQ14R258B PQ14R258M
12-10 MAX. INSUL. MR10D*
PQ10R258D DIA.: .250" Tin plated brass .30 1.00 .30 PQ10R258B Y10-22 | PQ10R258M DFM16D1 3/8"
SLEEVE COLOR: YELLOW Y10D

Recognized under the Component Program of Underwriter's Laboratories, Inc.
*PQ10 -- M Wound 1,000/Reel

MATES WITH .187 X .020 NEMA TAB

LOOSE PIECE TAPE MOUNTED WIRE
CATALOG WIRE MATERIAL DIMENSIONS BULK HAND | CATALOG NO. TFM STRIP
NUMBER RANGE AND FINISH D L MAX c CATALOG NO. | TOOL 2000/Reel CRIMP DIE | LENGTH
PQ18R187D 22-18 MAX. INSUL. | Brass PQ18R187B PQ18R187M
DIA.: 135" DFM13D1
PQ18R188D SLEEVE COLOR: RED | Tin plated brass PQ18R188B | MR8-92* | PQ18R188M
25 .76 23 Y10D 9/32"
PQ14R187D 16-14 MAX. INSUL. | Brass PQ14R187B | Y10-22 PQ14R187M
DIA.: .160" DFM121
PQ14R188D SLEEVE COLOR: BLUE | Tin plated brass PQ14R188B PQ14R188M

Recognized under the Component Program of Underwriter's Laboratories, Inc.
* UL Recognized when installed with MR8-92 or MR10D & MR10D2 Tools Only.
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TYPE QP-F/PQ-R256

FEMALE FINGRIP™

VINYL INSULATED QUICK
DISCONNECT TERMINALS

Easy entry shroud has smooth funnel which
assures no hang up wire insertion. Color
coded for quick and easy identification. Two
piece construction.

D)

MATES WITH QP-M

NEMA MAX. DIMENSIONS

CATALOG WIRE TAB INSUL. c D L HAND
NUMBER RANGE SIZE DIA. MAX TOOL

QP18F187D 22-18 .187 X.020 125 233 .250 .87
STRIP LENGTH: 3/8" Y10D

*PQ18R256D SLEEVE COLOR: RED .250 X .032 125 .300 .300 .85

QP14F187D 16-14 .187 X .020 .160 233 .250 .87
STRIP LENGTH: 3/8" Y10D

PQ14R256D SLEEVE COLOR: BLUE .250 X .032 .160 .300 .300 .85

12-10
QP10F250D STRIP LENGTH: 15/32" .250 X .032 .265 .300 .300 1.04 Y10D
SLEEVE COLOR: YELLOW
* UL Recognized

MALE FINGRIP™

VINYL INSULATED QUICK
DISCONNECT TERMINAL

Easy entry shroud has smooth funnel which
assures no hang up wire insertion. Color
coded for quick and easy identification. Two
piece construction.

NEMA MAX. DIMENSIONS
CATALOG WIRE TAB INSUL | FIG. c D N L HAND
NUMBER RANGE SIZE DIA. NO. MIN. TOOL
QP18M187D 22-18 187 X.020 124 1 187 250 125 83
STRIP LENGTH: 5/16" Y10D
QP18M250D SLEEVE COLOR: RED 250 X .032 160 1 250 312 162 95
QP14M187D 16-14 187 X.020 195 1 187 250 125 83
STRIP LENGTH: 5/16" Y10D
QP14M250D SLEEVE COLOR: BLUE .250 X .032 195 1 .250 312 162 .95
12-10
QP10M250D STRIP LENGTH: 3/8" 250 X .032 265 2 250 352 178 112 Y10D
SLEEVE COLOR: YELLOW
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TYPE NQ-F

FEMALE FINGRIP™

NYLON INSULATED QUICK
DISCONNECT TERMINAL

-

¢ (oI

N

- L |
Smooth copper funnel wire entry greatly
™1 reduces the possibility of wire stubbing and
provides maximum wire support.
NEMA MAX. DIMENSIONS
CATALOG WIRE TAB INSUL. C D L HAND
NUMBER RANGE SIZE DIA. TOOL
NQ18F187D 22-18 187 X.020 118 233 250 85
STRIP LENGTH: 9/32" Y10D
NQ18F250D SLEEVE COLOR: RED .250 X .032 118 .300 .300 .90
NQ14F187D 16-14 187 X020 140 233 250 86
STRIP LENGTH: 9/32" Y10D
NQ14F250D SLEEVE COLOR: BLUE 250 X .032 140 300 300 91
12-10
NQ10F250D STRIP LENGTH: 3/8" .250 X .032 239 .300 .300 1.06 Y10D
SLEEVE COLOR: YELLOW

TYPE NQ-M

MALE FINGRIP™

NYLON INSULATED QUICK _
DISCONNECT TERMINAL <

Smooth copper funnel wire entry greatly
reduces the possibility of wire stubbing and
provides maximum wire support.

NEMA MAX. DIMENSIONS
CATALOG WIRE TAB INSUL | FIG. c D N L HAND
NUMBER RANGE SIZE DIA. | NO. MIN. TOOL
NQ18M187D 22-18 187 X.020 118 1 187 250 125 82
STRIP LENGTH: 9/32" Y10D
NQ18M250D SLEEVE COLOR: RED .250 X .032 146 1 .250 312 162 .93
NQ14M187D 16-14 187 X.020 146 1 187 250 125 80
STRIP LENGTH: 9/32" Y10D
NQ14M250D SLEEVE COLOR: BLUE 250 X .032 170 1 250 312 162 93
12-10
NQ10M250D STRIP LENGTH: 3/8" 250 X .032 239 2 250 352 178 1.14 Y10D
SLEEVE COLOR: YELLOW
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TYPE QN-FF AND
QN-FM FINGRIP™
COUPLERS

NYLON FULLY INSULATED
MALE/FEMALE COUPLERS

600V 105°C

FITS MALE
A8 SIZE

WIRE STOP

e

[

FEMALE ASS"Y RECEPTACLE

MALE ASS"Y TAB\
Y
N}
i

sp Features and Benefits S oe R —
¢ Full insulation. 7

¢ Eliminates the need for post insulation. @21 1.4
* Nylon insulation. e
¢ Tough duty 600V rating at 105°C. e o \
* Nema detent. ]
¢ Insures proper coupler alignment and
secureness.
¢ Tin plated brass. WALE 14D conFomS T NEWE
¢ Balanced material specifications for

strength and corrosion resistance with éﬂm\m@%*’ﬂ

high conductivity.

FITS FEMALE
RECEPT.

FEMALE RECEPTACLE COUPLER
WRE | WRE FITS NYLON | STOCK | o . > BULK TAPE
CATALOG RANGE | RANGE | MALE INSUL. | THK. | wax | wax | weews | WsTALLATON | CATALOG MOUNTED
NUMBER AWG MM | TABSIZE | COLOR | RECEPT owx | TOOLING NUMBER | CATALOG NO.
QN18FF250CD .zggzx RED o8 | 89 | 38 | .65 QN18FF250B | QN18FF250M
2048 | 2515 o
QN18FF187CD ok RED o6 | 78 | 60 | .35 QN18FF187B | QN18FF187M
QN14FF250CD .zggzx BLUE o8 | 89 | 38 | .65 QN14FF250B | QN14FF250M
16-14 | 1025 '
QN14FF187CD 1 3270)( BLUE 016 78 | 83 | 285 QN14FF187B | QN14FF187M
QN10FF250CD | 1210 | 2666 .2g§2x YELLOW | 018 | 104 | 38 | 275 QN10FF250B | QN10FF250M
MALE TAB COUPLER Y10D*
WRE | WRE FITS NYLON | STOCK | o . o BULK TAPE
CATALOG RANGE | RANGE | FEMALE | INSUL. | THK. | max | wax | weens CATALOG MOUNTED
NUMBER AWG MM | RECEPT. | COLOR | TAB oo NUMBER | CATALOG NO.
QN18MF250CD | 2218 | 2515 .zggzx RED 031 o7 | 45 | 45 QN18MF250B | QN18MF250M
QN14MF250CD | 16-14 | 1025 .zggzx BLUE 031 o7 | 45 | an0 QN14MF250B | QN14MF250M
QN1OMF250CD | 1210 | 2666 .zggzx YELLOW | 031 | 112 | 46 | 255 QN10MF250B | QN10MF250M

* For UL listed applications contact factory.
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UNINSULATED
SPLICES

Burndy manufactures several designs of unin-
sulated butt splices. Each type is designed to
meet specific application requirements and
provide a high quality, electrical splice con-
nection that is easily installed. The following
features and benefits apply to all Burndy unin-
sulated splices.

Features and Benefits

¢ Manufactured from seamless tubing.
¢ A high quality design with no seams
to split.
* Electrolytic copper.
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.
* Electro-tin plated.
¢ Provides durable long lasting resistance

* Positive center wire stops.

¢ Provides proper depth of wire insertion.

* Marked with wire size.

¢ Provides easy wire size identification.
* The HYLINK splice connectors have

inspection holes.

¢ Provides easy visual inspection for

proper wire insertion.

to corrosion.

TYP ES YSV, YSV‘H INSPECTION HOLE BEVELED INSPECTION HOLE BEVELED
AND WIRE STOP ENTRY AND WIRE STOP ENTRY
AN D YSV‘L \ / SEAMLESS
SEAMLESS TUBING
TUBING .
HYLINK™ \ g B
UNINSULATED BUTT SPLICE \” \
. CRIMP .
600 VOLT MAXIMUM N\ TNPLATED S
TIN-PLATED
HYLINK type YSV seamless splice connector CRIMP CABLE SUPPORT
is used to splice stranded and solid copper
conductors in virtually all heavy duty industri-
al and general purpose applications.
The type YSV-H HYLINK seamless splice f=— L - , .
connector has the added benefit of an insula- % [ |
tion support and cable strain relief. W\ — sy —
PP GTD 3 S m—
P |
Fig. 1 Fig. 2
WIRE RANGE CODE AWG. DIMENSIONS INSTALLATION WIRE
CATALOG STR. AND SOL. BULK TOOLING STRIP
NUMBER AIRCRAFT-AN FIG L MAX. DIA. CAT. NO. HYTOOL LENGTH
YSV18 BOX 2018 1 62 - YSV18 "
YSV18-H BOX str. & sol. 2 89 120 YSV18-H NON-RATCHET:
YSV14 BOX 20-14 str. 1 64 - YSV14 Y;&?’C EEOT?? o
X 20-12 sol. i :
YSV14-H BOX 2 94 .150 YSV14-H MR20, YSMRB-1,
YSV10 BOX 12-10 1 75 - YSV10 MR8-9Q*, MR8-G98 5/16"
YSV10-H BOX str. & sol. 2 1.06 192 YSV10-H
NON-RATCHET:
YSV9C-L BOX 9 str. 1 75 YSVOC-L MY28 5/16"
MY29-3, MY29-11
RATCHET:
YSV8C-L BOX 8 str. 1 1.00 YSV8C-L YBMRB-1t 716"
MR8-9Q", Y2MRA

* Remove stop plate.
A Y2MR for 8 str. only
1 Use #10 groove
Use MR8 series tools for (-H) series.
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Compression
TYPE YSV—L INSPECTION HOLE BEVELED
AND WIRE STOP ENTRY
SEAMLESS
HYLINK™ TUBING \ \ / | L -
y |
UNINSULATED BUTT SPLICE S {JLD
600 VOLT MAXIMUM - N ;
/ i CRIMP
#8 THROUGH 4/0 COPPER \
ELECTRO-TIN
PLATED L
HYLINK type YSV-L seamless splice connec-
tor is used to splice Type AN aircraft cables
plus commercial stranded and solid AWG
conductors. Suitable for aircraft, light duty sp
industrial and general purpose applications.
WIRE RANGE INSTALLATION TOOLING Y34PAWIRE
AIRCRAFT-AN"
CATALOG COMM'L-AWG. | DIMENSIONS BULK HYPRESSe Y35, Y35BH, Y39, Y39BH STRIP
NUMBER STR. & SOL. L CAT. NO. RATCHET HYTOOL * * NEST INDENTOR LENGTH
YSV8C-L BOX 8 1.00 YSV8C-L uveL-1 Y34PL 716"
TYPE AH
AIRCRAFT
YSV6C-L BOX 6 1.12 YSV6C-L Y2MR, MR4C CABLE uveL 12"
YSV4C-L BOX 4 1.12 YSV4C-L Y2MR, MR4C MY28 uv4L vaapL 5/8"
YSV2C-L BOX 2 1.41 YSV2C-L Y2MR ALL uvaL 5/8"
YSV1C-L BOX 1 146 YSVAC-L - OTHERS uviL 58"
YSV25-L BOX 10 153 YSV25.L - o Uv25L 116"
YSV26-L BOX 2/0 1.78 YSV26-L - 1 CRIMP UV26L V34PLA 13/16
YSV27-L BOX 3/0 1.81 YSV27-L - Uv27L 13/16"
YSV28-L BOX 4/0 1.94 YSV28-L - UvasL 7/8"

*

Remove stop plate
® Use Y35P3 Indentor Adaptor.
** Bench Mount Adaptor - Cat. No. BMY-BCH-MT is available for Type MY HYTOOLS.
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Compr

TYPEYSM

HYLINK™
UNINSULATED

ession

SEAMLESS

TUBING \\\\\\

BEVELED
ENTRY

e

PARALLEL SPLICE o
HYLINK type YSM seamless parallel splice ELECTRO-TIN \cmmp
connector permits wires to be laid parallel PLATED
inside the connector and spliced together
with Burndy's compression HYTOOL. Each
YSM connector accommodates a wide com-
bination of round, square, and rectangular
copper conductors that have a total combined
circular mil area listed in the table below. The
conductors to be spliced must physically fit
within title splice without being forced.
CIRCULAR MIL. RANGE INSTALLATION TOOLING
DIMENSIONS HYPRESS WRE
CATALOG MECHANICAL Y35BH, Y39BH" STRIP
NUMBER MIN. MAX. L RATCHET HYTOOL NEST INDENTOR LENGTH
YSM18 300 1,909 .25 MR8-9Q* — — — 5/16"
YSM14 477 4,107 .25 MR8-9Q* — — — 5/16"
YSM10 4,107 10,380 .36 MR8-9Q*, MR4CQ — — — 7/16"
YSM8C 6,088 16,864 41 uvaL-1 12"
MR4CQ
YSM6C 10,380 26,813 44 YOMR uveL 1/2"
YSM4C 26,813 42,613 .50 uv4L Y29PQ 9/16"
YSM2C 42613 66,832 62 Y2MR MYgg'” uvaL 11/16"
YSM1C 66,832 81,807 .62 — MY28 UViL 11/16"
YSM25 81,807 104,110 69 — (1) CRIMP Uv2sL 34"
YSM26 104,110 133,650 .81 — uv26L 7/8"
Y29PQ-6
YSM27 133,650 167,332 .81 — uva7L 7/8"
YSM28 167,332 211,954 .88 — uvasL 15/16"
*Remove stop plate.
® UseY35P INDENTOR ADAPTER, with Y35BH and Y39BH HYPRESSES.
Wire Area Solid Concentric Flg)r(.RB“)ur;ch Wire Area Solid Concentric Fls)r(.RBounch
: s Wire Dia. |  Str. Max. P ; i Wire Dia. | Str. Max. pe
Size Cir. Mils. (In) Dia. (In). Lay Dia. Size Cir. Mils. (In) Dia. (In) Lay Dia.
) e (In Approx.) ) T (In Approx.)
30 100.5 .010003 012 13 5178 .07196 - -
29 126.7 01126 - 12 6530 .08081 .0931 101
28 159.8 01264 015 1 8234 .09074 - -
27 2015 .01420 - 10 10380 1019 A17 126
26 2541 01594 019 9 3090 1144 132 146
25 3204 .01790 - 8 16510 1285 148 .157-.162
24 404.0 .02010 024 7 20820 1433 .166 .179-.196
23 509.5 02257 - 6 26250 1620 .186 .207-215
22 642.4 .02535 .030 5 33100 1819 209 .235-.240
21 810.1 .02845 - 4 41740 2043 235 .263-.269
20 1022 .03196 .038 3 52640 2294 264 .219-.305
19 1288 .03589 - 2 66370 2576 .297 .319-.337
18 1624 .04030 .0460 1 83690 .2893 .333 .367-.376
17 2048 .04526 - 1/0 105500 3249 374 441-.423
16 2583 .05082 .0585 2/0 133100 .3648 420 .500-.508
15 3257 .05707 - 3/0 167800 4096 472 .549-576
14 4107 .06408 0735 4/0 211600 4600 530 .613-.645
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Compression
TYPES YSES-K KYNAR SMOOTH
INSULATED FUNNEL
ENTRY
INSPECTION \\
INSULINK™ oo /
RADIATION RESISTANT N
INSULATED BUTT SPLICE L. INTEGRAL METAL
/ \ CABLE SUPPORT L
POLYVINYLIDENE FLOURIDE SEAMLESS AND STRAIN RELIEF
ELECTRO-TIN COLOR CODED
(PVF2) INSULATED PLATED SPLICE INSULATOR
200 MEGARADS - 60°C
THROUGH 150°C, 600 VOLT
The type YSES-K radiation resistant KYNAR
insulated splices are suitable for class 1E
applications plus non critical nuclear associ-
ated applications. The splice is manufactured
from pure electrolytic copper seamless tubing
which eliminates potential splitting of seams.
A color code stripe is used for wire size iden-
tification and a window is provided for inspec-
tion of proper wire insertion.
DIMENSIONS WIRE
CATALOG WIRE COLOR MAX. INSUL. L INSTALLATION STRIP
NUMBER RANGE STRIPE DIA. ACCOM. MAX. TOOLING LENGTH
RATCHET TOOL: MR10G8*
RED GROOVE
CALIBRATION GAUGE: "
YSES18K 22-18 RED 112 1.00 PG-373-1 3/16
CRIMP ID. MARK:
(1) SMALL DOT
RATCHET TOOL: MR10G8*
BLUE GROOVE
YSES14K 16-14 BLUE 153 1.00 CALIBRATION GAUGE: 316"
PG-371-1
CRIMP ID. MARK:
(2) SMALL DOT
RATCHET TOOL: MR10G8*
YELLOW GROOVE
YSES10K 12-10 YELLOW 210 1.38 CALIBRPA};I'ION GAUGE. 7/16"
-372-1
CRIMP ID. MARK:
(1) LARGE DOT

* Remove terminal locator from tool when installing INSULINK splices.
KYNAR® is the registered trademark for Pennwalt Corp. for Polyvinyllidene Flouride (PFV,)
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Compression
TYPES SP AND BS
SUPPORT .
CRIMP / |- Strip Length
VINYLINK™ |]n_
D
SPLICE, I
POLYVINYLCHLORIDE- ! t
INSULATED / COLOR CODED
SMOOTH
600 VOLTS, 105°C ENTRY
The type SP VINYLINK™ is a PVC insulated .
seamless butt splice. Type SP VINYLINK™ is ~ Features and Benefits
designed to accommodate a broad range of Manufactured from seamless electrolytic * Expanded insulation support.
600 volt cables. ) ) )
copper tubing. ¢ Lower inventory requirements.
¢ Provides maximum conductivity and * Red wire range of 22-16.
tensil strength, in a high quality design ¢ Lower inventory requirements.
with NO seams to split. * Vinyl insulator.
¢ Funnel entry. ¢ Economical means of providing
¢ Provides easy wire insertion. high dielectric values and cable
* Electro-tin plated. insulation support.
¢ Provides durable long lasting
resistance to corrosion.
DIMENSION (INCHES) WIRE
CATALOG WIRE COLOR BULK L MAX. MAX. INSTALLATION STRIP
NUMBER RANGE CODE CAT NO. INSUL. DIA. TOOLING LENGTH
SP16 22-16 RED BS16 1.00 145 NON-RATCHET: 114"
Y10-22, Y10D
SP14 16-14 BLUE BS14 1.00 180 RATCHET: 1/4"
SP10 12-10 YELLOW BS10 1.23 260 MR8-9-1, MR15 21/64"
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Compression

INSULATED SPLICES

Burndy manufactures several designs of insu-
lated butt splices. Each type is designed to
meet specific application requirements and
provide a high quality electrically pre-insulat-
ed splice that is easily installed. The following
features and benefits apply to all Burndy'‘s
pre-insulated butt splices.

Features and Benefits

* Manufactured from seamless tubing.
¢ A high quality design with no seams
to split.
* Pure electrolytic copper.
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.
* Electro-tin plated.
¢ Provides durable long-lasting resistance
to corrosion.

* Positive center wire stops.
¢ Provides for proper depth of
wire insertion.
¢ Color-coded in red, blue and yellow.
¢ Provides easy wire size identification.
* Transparent color-coded nylon insulation.
¢ Provides easy visual inspection of
wire insertion.

TYPES SN AND
YSE-HN

INSULINK™

BUTT SPLICE, NYLON-
INSULATED

600 VOLTS MAXIMUM,
105° MAXIMUM

The type SN INSULINK is a high quality
nylon-insulated butt splice designed to meet
heavy duty application requirements.

Meets the functional requirements of MIL-T-
7928 (ASG) and conforms to the require-
ments of NAS1388.

600 VOLT, 105°C
(1000 VOLT, MAX. INSIDE SIGN OR FIXTURE

NYLON
INSULATION

TRANSPARENT WINDOWS
FOR EASY INSPECTION

~ INTEGRAL METAL
CABLE SUPPORT
AND STRAIN RELIEF

SEAMLESS ELECTRO-TIN
PLATED SPLICE

Strip Length

Features and Benefits

* Manufactured from one-piece tin-plated
seamless copper tubing with an integral
barrel/insulation grip.
¢ Provides maximum tensile strength, plus

excellent cable support and strain relief
and eliminates failures due to vibration.

* Smooth funnel entry.

O Provides easy wire insertion.

* Window and transparent color-coded nylon
insulation.

O Provides easy visual inspection for proper
wire insertion.

* Window position locator for full cycle ratch-
et tool crimp.
¢ Provides proper tool/connector alignment

for correct crimp.

* Nylon insulation offers high dielectric
strength and stability in oily enviromental
conditions.
¢ Maintains a high quality connection in

demanding applications.

* The nylon is locked into position.
¢ The connector will not move.

DIMENSIONS WIRE

CATALOG WIRE COLOR BULK L MAX. MAX. INSTALLATION STRIP

NUMBER RANGE CODE CAT NO. INSUL. DIA. TOOLING LENGTH
SN18 20-18 RED YSE18HN 1.25 115 PLIER: Y10D 15/64"
SN14 16-14 BLUE YSE14HN 1.25 150 RATCHET: 7/32"
SN10 12-10 YELLOW YSE10HN 1.64 220 MR8-85, MR18 3/8"
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Compression

TYPES SNM AND
YSES

INSULINK™

BUTT SPLICE, NYLON
INSULATED

MS25181, CLASS 1 SPLICE
300 VOLT 105°C

The type SNM INSULINK is a high quality
nylon insulated butt splice designed to meet
military MS25181, class 1 requirements.

NYLON

INSULATION — ;
INSPECTION - ol

WINDOW o

3

LOCATOR RING

INTEGRAL METAL
INSULATION GRIP
AND STRAIN RELIEF

I.- Strip Length

Features and Benefits

e Manufactured from tin plated, seamless
copper tubing with an integral
barrel/insulation grip.

O Provides maximum tensil strength, plus
excellent cable support and strain relief.

* Smooth funnel entry.

O Provides easy wire insertion.

¢ Transparent nylon insulation.

O Permits easy wire inspection.

e External ring locator.

O Provides proper tool alignment for
correct crimp.

DIMENSIONS INSTALLATION WIRE
CATALOG WIRE COLOR BULK MS25181 L MAX. TOOLING STRIP
NUMBER RANGE CODE CAT NO. DASH NO. MAX. DIA. INSUL. PLIERY 10D LENGTH
SNM18 22-18 RED YSES18-1 -1 1.53 120 RATCHET: MR8-83 OR 7/32"
SNM14 16-14 BLUE YSES14-2 2 1.53 150 MR8-85 MS25037 TOOL 7/32"
TYPES YSE BOX INSPECTION
4 WINDOW Strip Legnth
YS E- H BOX, YS E SPLIT HEAVY - E‘,j?E{EL —— |
WALL INSULATION
AND YSE-H GRIP
.. N>_ON t
INSU LIN KTM SEAMLESS INSULATION
Fig. 1
o
600 VOLT, 105°C Features and Benefits .
= Strip Legnth

The types YSE and YSE-H INSULINKS are  * Manufactured from tin plated, seamless 1'““"""‘"""""iﬁ;‘{;“‘""‘““""‘i
high quality nylon insulated butt splices electrolitic copper tubing with integral bar- ||§=l
designed for splicing aircraft and commercial rel/insulation grip. ’/““““““‘
flexible cables. O Provides maximum conductivity and ten- ' L ﬁ!
sile strength, plus excellent cable support .
and strain relief. Fig. 2
* Split heavy wall insulation grip.
0 Provides stronger insulation grip and
strain relief.
¢ Smooth funnel entry.
0 Provides easy wire insertion.
¢ Transparent nylon insulation.
O Permits easy wire inspection.
600 VOLT 105°C y P
WIRE RANGE WIRE DIMENSIONS WIRE
CATALOG CODE AWG. COLOR BULK L MAX. MAX. INSTALLATION STRIP
NUMBER FIG AIRCRAFT AN CODE CAT NO. INSUL. DIA. TOOLING LENGTH
YSE18H-BOX 1 22-18 RED YSE18H 1.20 115 Y10D 9/32"
YSE14H-BOX 1 16-14 BLUE YSE14H 1.36 150 RATCHET: 11/32"
YSE10-BOX 2 12-10 YELLOW YSE10 1.15 .209 MR8-335-1 23/64"




BURNDY

Compression

TYPES YSV, YRV-L

HYREDUCER™

--BB i:B_—r L—Fq BB I:t—‘L [’BB

: 7{5 == T—1:
REDUCER BUTT SPLICE aarrel B - BARREL BB NARREL B\ BARREL BB N oarees oo
The HYREDUCER is a connector for splicing Fig. 1 Fig. 2 Fig. 3

two different size wires. The larger conductor
is inserted first and butts against the center of

the . connector where the smaller _barrel Dimensional information may be found in
begins. Constructed of pure electrolytic cop-  Taple 1. Table 2 is a comprehensive tooling
per tubing for maximum conductivity, tin plat-  jhqex for these connectors.

ed to resist corrosion, the HYREDUCER
accommodates a wide range of cable sizes.

TABLE 1
BULK TOTAL B BARREL* BB BARREL*

CATALOG WIRE FIG. TOOL TOOL "L"

NUMBER RANGE NO. | WIRESIZE | BDIM. | INDEX WIRE SIZE | BBDIM. INDEX MAX.

YSV1418 22-14 1 20-14 27 1 22-18 27 2 .64
YSV1214-G1 16-12 2 12 31 4 16-14 27 1 .83
YSV1014-G2 20-10 2 12-10 31 4 20-14 27 1 .83
YRV8CV14-L 20-8 3 8 44 5 20-14 39 1 t
YRV8CV10-L 12-8 3 8 44 5 12-10 53 4 1.18
YRV6CV10-L 12-6 3 6 50 6 12-10 53 4 1.28
YRV6CVSC-L 8-6 3 6 50 6 8 53 5 1.21
YRV4CV6C-L 6-4 3 4 .50 7 6 54 6 1.27
YRV2CV6C-L 62 3 2 62 8 6 51 6 1.63

* B and BB dimensions are wire stip lengths.

TABLE 2 TOOL INDEX

INDEX HAND TOOLS WITH DIES
NUMBER TOOLS Y29NC

MR8G98
1 Y8MRB-1
MR8-9Qt -

MR20
MR8G98
2 Y8MRB-1
MR8-9Qt =

MR20
MR8G98
4 Y8MRB-1
MR8-9Qt -

MR20
Y8MRB-1
MY28 NEST INDENTOR
5 MR4C
Y2MR DV8L-1* Y29PL
MY28
6 Y2MR DV6L Y29PL
MR4C
MY28
7 Y2MR DV4L Y19PL
MR4C

Y2MR
8 MY28

DvaL Y29PL

* For aircraft applications (flexible cables).
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Compression
BURCAP TYPE YQE
PIGTAIL SPLICE, Tf
NYLON-INSULATED B

c
Rated at 600 volts for building wire and 1000 | -L

volts for fixtures and signs, the BURCAP is
designed to splice a wide range of different

cable sizes.
DIMENSIONS INSTALLATION TOOLS
ININCHES DIE SET WIRE
CATALOG TOTAL AREA M8ND STRIP
NUMBER WIRE COMBINATIONS CIRCULAR MILS L B (o} Y8ND LENGTH
1#16 & 1 #18 4,205
YQE-91t N150WT 5/16
2#18 3,250 .76 .30 24
RK 141ABOX 100| RK 142ABOX 100
22 (20|18 [16]18[16]14] 12 607 311 269
*RK141-2 7 1 1 500 5,180 (16.4) (7.9) (8.6)
6 |1 2 1 ! ’ !
5 1 3 1
S ; 1 22 440 384
* X 4 1 2 1 7 . .
RK142-2 T3 3 ] 2,400 13,100 (18.3) (11.2) ©9)
3 2 1 1
3 1 2 1
2 3 1 1
2 2 2 1
2 1 3 1
1 4 2 2 1
1 2 2
1 1 1 1
4 2 1
3 1 3 1
2 2 4 1
2 1 1 2
1 2 2 2
1 1 3 2
3 2
2 1 3
3
5

Note: * Convenience Package. For Box Qty Order RK141ABOX100 and RK142ABOX100 Respectively.
1 This item is UL Listed
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Compression

Type TS QIKTAP™

SELF-TAPPING
INSULATION DISPLACEMENT
CONNECTORS (IDC)

The QIKTAP Connector offers a quick and
easy way to make tap-splices, in-line splices,
pass-through connections and pigtail splices.

Open the connector.
Make sure the piercing
barb is clear of the
wire channels.

Insert unstripped wires
in the proper channels
as required for tap,
double-run, in-line

or pigtail connections.

Using standard,
channel-lock pliers,
squeeze the metal
contact until the top
is flush with the
connector body.

Features and benefits

* Connector Housing is made of
polypropylene 2029.
¢ Rated at 94V2 flame retardancy.
* Color-Coded.
¢ Ease of installation.
* Easy Installation-Use ordinary
channel-lock pliers.
¢ Quick, reliable, pre-insulated
splices without stripping, twisting
and/or soldering.

Close the hinged
cover until it
locks securely.

CATALOG CONDUCTOR MAX. COND. COLOR BULK
NUMBER SIZE RANGE INSULATION DIA. CODE CAT.#
TS18D* 22-18 STR CU. 140 RED TS18B*
TS14D 16-14 STR.CU. 140 BLUE TS14B
TS10D 12-10 STR CU. 190 YELLOW TS10B

* Not UL Listed




